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AGENDA FOR THE 
PLAN COMMISSION 

 
Date and Time: Tuesday, November 17, 2020 – 5:15 PM 
Location:  Council Chambers, Municipal Building, 101 South Blvd., Baraboo, Wisconsin 
Member Notices: Mayor Palm, P. Wedekind, R. Franzen, J. O’Neill, T. Kolb, D. Marshall, and M. 

Boeggner. 
Others Noticed: T. Pinion, E. Geick, E. Truman, Lori Mueller, Andrew Clark, Amanda Ivy, Andrew Moore, Chris 

Chris Gantz, Carter Arndt, Jessica Bergin, Andrew Moore, Library, and Media.  
 
PETITIONERS OR REPRESENTATIVES MUST BE PRESENT OR SUBJECT WILL NOT BE HEARD BY THE 
COMMISSION! 
 

1. Call to Order 

a. Note compliance with the Open Meeting Law. 

b. Roll Call 

c. Approve agenda. 

d. Approve October 20, 2020 meeting minutes. 
 
2. Public Invited to Speak (Any citizen has the right to speak on any item of business that is on the agenda for 

Commission action if recognized by the presiding officer.) 
 
3. Public Hearings 
 

a. Public Hearing to consider the request of the Baraboo School District for a Conditional Use Permit to 
convert the existing Knights of Columbus building, located on the southwest corner of Draper Street 
and 9th Avenue, to an alternative education school for secondary level students (6th through 12th grades) 
in an R-1 Single-Family Residential zoning district, located at 1015 Draper Street, City of Baraboo, 
Wisconsin. 
 
 

b. Public Hearing to consider the request of  Amanda Ivy for a Conditional Use Permit to convert the 
existing church building at 620 S Parkway, located on the southwest corner of S Parkway and Vine 
Street, to a single-family residence with a computer repair service as a Home Occupation in an R-1A 
Single-Family Residential zoning district on Lot 2 of CSM #5771, City of Baraboo, Wisconsin. 

 
4. New Business 

 
a. Consider the request of the Baraboo School District for a Conditional Use Permit to convert the 

existing Knights of Columbus building, located on the southwest corner of Draper Street and 9th 
Avenue, to an alternative education school for secondary level students (6th through 12th grades) in an 
R-1 Single-Family Residential zoning district, located at 1015 Draper Street, City of Baraboo, 
Wisconsin. 
 
 

b. Consider the request of Amanda Ivy for a Conditional Use Permit to convert the existing church 
building at 620 S Parkway, located on the southwest corner of S Parkway and Vine Street, to a 
single-family residence with a computer repair service as a Home Occupation in an R-1A Single-
Family Residential zoning district on Lot 2 of CSM #5771, City of Baraboo, Wisconsin. 

 
 

c. Review and approve the Site Plan for the addition and renovations to the Baraboo Public Library, 
located at 230 4th Avenue, being Lots 6, 7, 8, 9 and parts of Lots 4, 5,and 10 of Block 21 of the 
Original Plat of the City of Baraboo (formerly Adams) in the NW ¼ of the SE ¼ and the SW ¼ of 
the SE ¼ of Section 31, T12N, R6E, City of Baraboo, Sauk County Wisconsin, by the City of 
Baraboo. 
 

Members noticed must notify the person who prepared 
agenda (see below) at least 24 hours before the meeting 
as to whether they will not be able to attend this 
meeting. 
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d. Review and approve a 2-Lot Certified Survey Map for Bernice Cook at 1214 and 1220 Elizabeth 
Street, being Lot 8 and 9 in Block 3 of A.G. Tuttle’s Subdivision, located on the southeast corner of 
Elizabeth & 11th Streets in the City of Baraboo, Sauk County, Wisconsin.  
 
 
 

e. Review conceptual development plan in accordance with Step 2 of the Planned Development process 
Amanda Ivy to convert a portion of the existing church building at 620 S Parkway, located on the 
southwest corner of S Parkway and Vine Street, to a small community center type of use to host a 
variety of instructional classes and entertainment “events” in an R-1A Single-Family Residential 
zoning district on Lot 2 of CSM #5771, City of Baraboo, Wisconsin. 

 
 

f. Review conceptual development plan in accordance with Step 2 of the Planned Development process 
for Decem Properties, LLC to allow an expansion of the existing Stratford Place Planned 
Development by adding a second multi-family residential building on approximately 2 acres of 
vacant adjacent property in a R-3 Three- and Four-Family Residential zoning district, located south 
of the south end of Vine Street.  
 

 
.  
5. Adjournment          

 
Mike Palm, Mayor  

               Agenda prepared by Kris Jackson, 355-2730, Ext. 7309 
           Agenda Posted by Kris Jackson on November 12, 2020 

 

PLEASE TAKE NOTICE, that any person who has a qualifying as defined by the Americans with Disabilities Act that requires the meeting or materials at 
the meeting to be in an accessible location or format, should contact the Municipal Clerk, 101 south Blvd., or phone 355-2700, during regular business hours at least 48 
hours before the meeting so that reasonable arrangements can be made to accommodate each request. 

 
 

FOR INFORMATION ONLY, NOT A NOTICE TO PUBLISH. 
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Minutes of Plan Commission Meeting October 20, 2020 

 

Call to Order – Mayor Palm called the meeting of the Commission to order at 5:15 PM. 

 

Mayor Palm introduced Matthew Boeggner to the Commission. Boeggner replaced Ed Geick, who was appointed 

Interim City Administrator. 

 

Roll Call – Present were Mayor Palm, Phil Wedekind, Roy Franzen, Jim O’Neill, Tom Kolb, Dee Marshall, and 

Matthew Boeggner. 

 

Also in attendance were Tom Pinion, Bryan Downie, Marc Londo, Karen Stanley, Richard Blakeslee, Tom Greve, 

and Misty Muter.    

 

Call to Order 

a. Note compliance with the Open Meeting Law. Mayor Palm noted compliance with the Open Meeting Law. 

b. Agenda Approval: It was moved by Kolb, seconded by Wedekind to approve the agenda as posted. Motion 

carried unanimously.   

c. Minutes Approval: It was moved by Wedekind, seconded by Kolb to approve the minutes of the August 18, 

2020 meeting. Motion carried unanimously. 

 

Public Invited to Speak (Any citizen has the right to speak on any item of business that is on the agenda for 

Commission action if recognized by the presiding officer.) – There were no speakers. 

 

Public Hearing 

a. Public Hearing to consider a request by Bryan Downie, d/b/a KPG Iroquois Owner, LLC, for a Conditional Use 

permit to convert each of the two existing two-unit residential dwelling to two Side-by-Side single-family 

residential dwellings in an -1A Single-Family Residential zoning district, located at 887/889 and 893/895 

Iroquois circle, city of Baraboo, Wisconsin – There were no speakers, the hearing was declared closed. 

 

New Business 
a. Consider the request by Bryan Downie, d/b/a KPG Iroquois Owner, LLC, for a Conditional Use Permit to 

convert each of the two existing two-unit residential dwellings to two Side-by-Side single-family residential 
dwellings in an R-1A Single-Family Residential zoning district, located at 887/889 and 893/895 Iroquois 
Circle, City of Baraboo, Wisconsin – Pinion said that Bryan Downie and his partners, d/b/a KPG Iroquois 
Owner, LLC have an accepted Offer to Purchase these two existing duplexes and they hope to convert both 
duplexes to two-side-by-side single-family attached dwellings, respectively, so each of the resulting four 
dwellings can be sold separately.  He said that the application is complete and has been reviewed for 
compliance with the ordinance. He said that the proposed side-by-side dwellings satisfy the six requisite 
conditions of Section 17.37(9)(a), which includes a requirement for the corresponding CSM. It was moved by 
Kolb, seconded by Wedekind to approve the request conditioned on required firewalls being installed. On roll 
call vote for the motion, Ayes – O’Neill, Kolb, Marshall, Boeggner, Palm, Wedekind, and Franzen. 
Nay – 0. Motion carried 7-0. 
 

b. Review and Approve a four-lot Certified Survey Map for two side-by-side single-family attached residential 

dwellings in an R-1A Single-Family Residential zoning district for Bryan Downie, d/b/a KPG Iroquois Owner, 

LLC, on Lots 83 and 84 of the University Heights Subdivision, at 887/889 and 893/895 Iroquois Circle. It was 

moved by O’Neill, second by Franzen to approve the CSM as presented. On roll call vote for the motion, Ayes 

– Kolb, Marshall, Boeggner, Palm, Wedekind, Franzen, and O’Neill. Nay – 0. Motion carried 7-0. 

 

c. Review and Approve a three-lot Certified Survey Map of the 14.46-acre parcel at 1530 Tillberry Drive, being a 

part of Lot 1 of Sauk County Certified Survey Map No. 6424, for Don & Karen Stanley – Pinion said that the 

Stanleys are subdividing their 14.46-acre property into three lots of varying sizes. He said that the CSM is 

complete and is in compliance with the ordinance. It was moved by Wedekind, seconded by Marshall to 

approve the CSM as presented. On roll call vote for the motion, Ayes – Marshall, Boeggner, Palm, Wedekind, 

Franzen, O’Neill, and Kolb. Nay – 0. Motion carried 7-0.  

 

d. Review and Approve a one-lot Certified Survey Map for a 24.34 acre lot, being a part of the NE ¼ of the SW ¼ 

of Section 30, T12N, R7E, located immediately east of the easterly boundary of Rolling Meadows Estates 

subdivision and east of the easterly boundary and its northerly extension thereof of Rolling Meadows North 
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subdivision, for Judi Malone, d/b/a Legacy Housing LLC – Pinion said that Owner, Judi Malone is dividing this 

24.34-lot from the balance (12.82 acres) of the vacant property they owner north of Rolling Meadows North 

Subdivision. He said that the CSM is complete and does comply with the ordinance. Pinion said that since the 

proposed SM includes right-of-way dedication, the Commission provides a recommendation to Council for 

approval. It was moved by Wedekind, seconded by Kolb to forward the CSM to Council with a positive 

recommendation for approval. On roll call vote for the motion, Ayes – Boeggner, Palm, Wedekind, Franzen, 

O’Neill, Kolb, and Marshall. Nay – 0, motion carried 7-0. 

 

e. Review and approve a one-lot Certified Survey Map for the David A and Deloris E Leatherberry Living Trust 

for land in the City’s Extraterritorial Plat Approval Jurisdiction, located on the west side of Crawford Street, 

approximately 1/8 mile north of Birnam Woods Rd, in the SE ¼ of the NW ¼, Section 26, T12N, R6E in the 

Town of Baraboo, Sauk County, Wisconsin – Pinion said that Mr. Leatherberry is subdividing a 20.04-acre lot 

from his existing 71.01-acre property (two existing parcels) on Crawford Street. He said that the land division 

does comply with the City’s minimum lot size regulation in the ETJ area of 20 acres. He said that the Town of 

Baraboo has reportedly approved this CSM and Sauk County Planning & zoning staff has reviewed the CSM 

and has no apparent objection. It was moved Wedekind, seconded by Kolb to approve the CSM as presented. 

On roll call vote for the motion, Ayes – Palm, Wedekind, Franzen, O’Neill, Kolb, Marshall, and Boeggner. Nay 

– 0, motion carried 7-0. 

 

Adjournment - It was moved by Kolb, seconded by Wedekind to adjourn at 5:26 p.m. The motion carried 

unanimously. 

 

Mike Palm, Mayor     
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PLAN COMMISSION ITEM SUMMARY 
November 17, 2020 

 

SUBJECT:     CONSIDER THE REQUEST OF THE BARABOO SCHOOL DISTRICT FOR A 
CONDITIONAL USE PERMIT TO CONVERT THE EXISTING KNIGHTS OF 
COLUMBUS BUILDING, LOCATED ON THE SOUTHWEST CORNER OF DRAPER 
STREET AND 9TH AVENUE, TO AN ALTERNATIVE EDUCATION SCHOOL FOR 
SECONDARY LEVEL STUDENTS (6TH THROUGH 12TH GRADES) IN AN R-1 
SINGLE-FAMILY RESIDENTIAL ZONING DISTRICT, LOCATED AT 1015 DRAPER 
STREET, CITY OF BARABOO, WISCONSIN. 

 

SUMMARY OF ITEM A:   The Baraboo School District is in the process of purchasing the former Knights of 

Columbus building on the southwest corner of Draper St and 9th Ave.   Schools are listed as a Conditional Use 

in R-1A Single-Family Residential Areas, as such the Districts proposed sue is eligible for a Conditional Use 

Permit. 
 
COMPLIANCE/NONCOMPLIANCE:   
Pursuant to Section 17.37 – Conditional Use Review and Approval, I have found the application to be complete 
and have reviewed it for compliance with the ordinance.   

ACTION:        Approve / Deny Conditional Use Permit (with certain conditions?) 

 

 

SUBJECT:     CONSIDER THE REQUEST OF AMANDA IVY FOR A CONDITIONAL USE PERMIT 
TO CONVERT THE EXISTING CHURCH BUILDING AT 620 S PARKWAY, 
LOCATED ON THE SOUTHWEST CORNER OF S PARKWAY AND VINE STREET, 
TO A SINGLE-FAMILY RESIDENCE WITH A COMPUTER REPAIR SERVICE AS A 
HOME OCCUPATION IN AN R-1A SINGLE-FAMILY RESIDENTIAL ZONING 
DISTRICT ON LOT 2 OF CSM #5771, CITY OF BARABOO, WISCONSIN. 

 

SUMMARY OF ITEM B:   Amanda Ivy and Andrew Clark currently live in Sauk City and operate a home-

based computer service business.  They would like to purchase the former church at 620 South Parkway and 

convert it to a single-family home with the computer service business as a Home Occupation.   

 
A “Home Occupation” is defined as the production of goods and/or services, customarily conducted for gain or support, within 

a residence by a member of the family residing in the residence, and that has three or more of the following characteristics: 

1. The direct sales of merchandise or service to customers at the residence, or meeting directly with customers at 

the residence. Yes  

2. Non-immediate family employees come to the residence. No 

3. The delivery of materials used in the home occupation to the residence.  Yes 

4. Equipment used in the home occupation is stored outside the residence.  No 

5. Evidence of use as a home occupation visible or audible from off the property.  Yes 

 

If this is successful, the applicant would also like to pursue a PUD overlay zoning to allow a “special use” of a 

portion of former nave (seating area) of the church, pursuant to Item E on the Agenda.  
 
COMPLIANCE/NONCOMPLIANCE:   
Pursuant to Section 17.37 – Conditional Use Review and Approval, I have found the application to be complete 
and have reviewed it for compliance with the ordinance.  The proposed computer service meets the definition of 
a Home Occupation so it is eligible for a Conditional Use Permit.   

ACTION:        Approve / Deny Conditional Use Permit (with certain conditions?) 
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SUBJECT:     REVIEW AND APPROVE THE SITE PLAN FOR THE ADDITION AND 

RENOVATIONS TO THE BARABOO PUBLIC LIBRARY, LOCATED AT 230 4TH 
AVENUE, BEING LOTS 6, 7, 8, 9 AND PARTS OF LOTS 4, 5,AND 10 OF BLOCK 21 OF 
THE ORIGINAL PLAT OF THE CITY OF BARABOO (FORMERLY ADAMS) IN THE 
NW ¼ OF THE SE ¼ AND THE SW ¼ OF THE SE ¼ OF SECTION 31, T12N, R6E, 
CITY OF BARABOO, SAUK COUNTY WISCONSIN, BY THE CITY OF BARABOO. 

 

SUMMARY OF ITEM C:   The Baraboo School District is planning to renovate the existing Jack Young 

Middle School building as part of their recently approved $41.7 million referendum.  This building, which was 

originally built in the mid 1970’s, will undergo some interior renovations and include a substantial addition to 

the building.  The Middle School is located in an R-1A Single-Family Residential Zoning District and schools 

are allowed as a Conditional Use; however, there is no record of a Conditional Use Permit so it is technically 

considered a non-conforming use and any expansion requires City approval;  hence the reason for this request.  

Complete plans and colored renderings of the proposed improvements are included in the packet and 

representative from the Baraboo School District and their architectural consultant, Eppstein Uhen, will be at the 

meeting to address any questions or concerns.   
 
COMPLIANCE/NONCOMPLIANCE:   
Pursuant to Section 17.37 – Conditional Use Review and Approval, I have found the application to be complete 
and have reviewed it for compliance with the ordinance.   

ACTION:        Approve / Deny Conditional Use Permit (with certain conditions?) 

ACTION:        Approve / Conditionally Approve / Deny Site Plan 

 

 
SUBJECT: REVIEW AND APPROVE A 2-LOT CERTIFIED SURVEY MAP FOR BERNICE COOK 

AT 1214 AND 1220 ELIZABETH STREET, BEING LOT 8 AND 9 IN BLOCK 3 OF A.G. 
TUTTLE’S SUBDIVISION, LOCATED ON THE SOUTHEAST CORNER OF 
ELIZABETH & 11TH STREETS IN THE CITY OF BARABOO, SAUK COUNTY, 
WISCONSIN. 

 

SUMMARY OF ITEM D:   These two existing lots contain two single-family homes with accessory structures, however, 

both principal structures are on the same lot.  The owner of this property, Bernice Cook, would like to divide the two of 

the original platted lots, which front on 11th Street, in this subdivision such that each new lot contains only one principal 

structure and its accessory structure.  The size of the new lots are essentially the same size as the original lots but the 

orientation is changed so the two new lots front on Elizabeth Street.   

   
COMPLIANCE/NONCOMPLIANCE:   
Pursuant to Chapter 18 – Subdivision and Platting, I have found the CSM to be complete and have reviewed it for 
compliance with the ordinance.  

 

ACTION: Approve / Conditionally Approve / Deny CSM 

 

SUBJECT: REVIEW CONCEPTUAL DEVELOPMENT PLAN IN ACCORDANCE WITH STEP 2 
OF THE PLANNED DEVELOPMENT PROCESS AMANDA IVY TO CONVERT A 
PORTION OF THE EXISTING CHURCH BUILDING AT 620 S PARKWAY, LOCATED 
ON THE SOUTHWEST CORNER OF S PARKWAY AND VINE STREET, TO A 
SMALL COMMUNITY CENTER TYPE OF USE TO HOST A VARIETY OF 
INSTRUCTIONAL CLASSES AND ENTERTAINMENT “EVENTS” IN AN R-1A 
SINGLE-FAMILY RESIDENTIAL ZONING DISTRICT ON LOT 2 OF CSM #5771, 
CITY OF BARABOO, WISCONSIN. 
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SUMMARY OF ITEM E:   This is only the review of a preliminary concept plan.  Should this project proceed, 

it will likely be a PUD with a full GDP/SIP submittal that will be carefully reviewed by the Commission at a 

future date.   

 

In addition to the Conditional Use Permit for a computer service business as a Home Occupation the applicants 

applied for this evening, they would like to convert a portion of the nave (seating area) of the former church to a 

quasi-community center of sorts.  They have submitted a detailed description of their proposed use that is 

included in the packet. 

 
COMPLIANCE/NONCOMPLIANCE:   
Pursuant to Section 17.36B – Planned Unit Developments, I have found the application to be complete and have 
reviewed it for compliance with the ordinance. 

 

ACTION: Provide informal feedback relating to the proposed land division.  No formal action is necessary 

and any feedback you care to offer is non-binding. 

 

 

SUBJECT: REVIEW CONCEPTUAL DEVELOPMENT PLAN IN ACCORDANCE WITH STEP 2 
OF THE PLANNED DEVELOPMENT PROCESS FOR DECEM PROPERTIES, LLC 
TO ALLOW AN EXPANSION OF THE EXISTING STRATFORD PLACE PLANNED 
DEVELOPMENT BY ADDING A SECOND MULTI-FAMILY RESIDENTIAL 
BUILDING ON APPROXIMATELY 2 ACRES OF VACANT ADJACENT PROPERTY 
IN A R-3 THREE- AND FOUR-FAMILY RESIDENTIAL ZONING DISTRICT, 
LOCATED SOUTH OF THE SOUTH END OF VINE STREET. 

 

SUMMARY OF ITEM F:   This is only the review of a preliminary concept plan.  Should this project proceed, 

it will likely be a PUD with a full GDP/SIP submittal that will be carefully reviewed by the Commission at a 

future date.   

 

The applicants are the owners of Stratford Place Apartment on Ellis Avenue.  They are interested in purchasing 

some adjacent vacant property and would like to investigate the possibility of building a second apartment 

complex on that vacant land.  The applicants have provided a couple of conceptual site plans for their proposed 

new building as well as the building plans for a project in Tomah that will be very similar to what they are 

hoping to develop in Baraboo. 

 

I have included the PUD ordinance that was previously approved for Stratford Place.  The Plan Commission 

approved that PUD with a condition that the density of the development did not exceed the density allowed in 

the underlying R-3 zoning district.  The applicants concept plans propose a much higher density.   

 
COMPLIANCE/NONCOMPLIANCE:   
Pursuant to Section 17.36B – Planned Unit Developments, I have found the application to be complete and have 
reviewed it for compliance with the ordinance. 

 

ACTION: Provide informal feedback relating to the proposed land division.  No formal action is necessary 

and any feedback you care to offer is non-binding. 
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BLACK EYED SUSAN - 13

QUICK FIRE HYDRANGEA - 5

DWARF BLACK CHOKEBERRY - 7

KIM'S KNEE CONEFLOWER - 13

DARK TOWER PENSTENOM - 9

TWILITE FALSE INDIGO - 6

DARK TOWER PENSTENOM -10

BLUE OAT GRASS - 24

KIM'S KNEE CONEFLOWER - 13

LIATRIS KOBOLD - 19

PRAIRIE DROPSEED -17

SHENANDOAH SWITCHGRASS - 5

SHENANDOAH SWITCHGRASS - 4

PRAIRIE DROPSEED - 16

KARL FOERSTER - 9

SHENANDOAH SWITCHGRASS - 6

PRAIRIE DROPSEED - 23

PRAIRIE DROPSEED - 35

SHENANDOAH SWITCHGRASS - 11

KARL FOERSTER - 15

TWILITE FALSE INDIGO - 3

BLACK EYED SUSAN - 12

KIM'S KNEE CONEFLOWER - 15

DARK TOWER PENSTENOM - 16

BLUE OAT GRASS - 23

HAPPY RETURNS DAYLILLIES - 21

RED MAPLE - 1

LIATRIS KOBOLD - 30

DARK TOWER PENSTENOM - 8

KIM'S KNEE CONEFLOWER - 9

KARL FOERSTER - 9

BLACK EYED SUSAN - 6

HAPPY RETURNS DAYLILLIES - 9

LIATRIS KOBOLD - 18

KIM'S KNEE CONEFLOWER - 16

LIATRIS KOBOLD - 17

HAPPY RETURNS DAYLILLIES - 11

ROBIN HILL SERVICEBERRY - 2

QUICK FIRE HYDRANGEA - 4

DWARF BLACK CHOKEBERRY - 5

DWARF KOREAN LILAC - 5

DARK TOWER PENSTENOM - 14

BLACK EYED SUSAN - 14

MT. BATTEN JUNIPER - 2

SWAMP WHITE OAK - 1

DEMONSTRATION RAIN GARDEN

PRAIRIE PRIDE HACKBERRY - 1

SEE SHEET L 201 FOR ALTERNATE

LAWN

LAWN
LAWN

LAWN

LAWN

RED MAPLE - 1

PRAIRIE DROPSEED - 22

SHENANDOAH SWITCHGRASS - 6

PRAIRIE DROPSEED - 16

SHENANDOAH SWITCHGRASS - 4
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DECIDUOUS TREE  PLANTING
1

L201

Maintain root flare exposure, do not

place topsoil on top of rootball if root

flare is not exposed, remove excess

soil carefully.  Set rootflare 2" above

level of finish grade.

Cut and remove all cords around

rootball and tree trunk.  Remove

entire wire basket and all burlap.

Place rootball on undisturbed or

properly compacted subgrade.  Add

and compact additional fill in the

event the hole is too deep.

NOTES:

Remove and properly dispose of

any excess excavated material.

2X BALL WIDTH MIN.

Not To Scale

ORNAMENTAL TREE PLANTING
2

L201

Not To Scale

DECIDUOUS TREE STAKING3

L201

Not To Scale

CONIFER TREE  PLANTING4

L201

Not To Scale

SHRUB PLANTING (BALL & BURLAP)
5

L201

Do not remove central leader.  Prune

only to encourage growth of central

leader.

Remove broken branches, tree tags

and/or ribbons, upon plant approval.

Wrap trunk with approved wrap up to

first branch (fall planting requirement).

Subgrade

3" minimum height saucer around

tree pit for watering.

Planting pit size shall be twice as

wide as the rootball.  Backfill pit with

1/3 amended topsoil and 2/3

excavated material.

3" minimum mulch thickness, hold

back min. 3", max. 6" from trunk.

Wrap trunk with approved tree wrap up to

first branch (Fall Planting Requirement)

Planting pit size shall be twice as wide as the

rootball.  Backfill pit with 1/3 amended topsoil

and 2/3 excavated material.

Cut and remove all cords around root ball

and tree trunk.  Remove entire wire basket

and all burlap.

Place rootball on undisturbed or properly

compacted subgrade.  Add and compact

additional fill in the event the hole is too

deep.

Do not remove central leader. Prune only to

encourage growth of central leader.

Remove broken branches, tree tags and/or

ribbons, upon plant approval.

Maintain root flare exposure, do not place

topsoil on top of rootball.  If root flare is not

exposed, remove excess soil carefully.  Set

rootflare 2" above level of finish grade.

3" minimum height saucer around tree pit for

watering.

3" minimum mulch thickness, hold back min. 3",

max. 6" from trunk.

Subgrade.

NOTES:

Remove and properly dispose of

any excess excavated material.

2X BALL WIDTH MIN.

2
'
 
M

I
N

.
4
'
 
M

I
N

.

Min. 2" wood or metal post, place

parallel to prevailing winds on site.

Strapping to be 2" nylon or polyester

webbing or owner approved

alternate. No metal or wire. Attached

6" min. below top of stake keep

loosely fitted around trunk.

NOTES:

Remove and properly dispose of

any excess excavated material.

NOTES:

Remove and properly dispose of

any excess excavated material.

Planting pit size shall be twice as wide as the

rootball.  Backfill pit with 1/3 amended topsoil

and 2/3 excavated material.

Cut and remove all cords around root ball and

tree trunk.  Remove entire wire basket and all

burlap.

Place rootball on undisturbed or properly

compacted subgrade.  Add and compact

additional fill in the event the hole is too deep.

Do not remove central leader. Prune only to

encourage growth of central leader.

Remove broken branches, tree tags and/or

ribbons, upon plant approval.

Maintain root flare exposure, do not place

topsoil on top of rootball.  If root flare is not

exposed, remove excess soil carefully.  Set

rootflare 2" above level of finish grade.

3" minimum height saucer around tree pit for

watering.

3" minimum mulch, hold back min. 3", max. 6"

from trunk.

Subgrade.

2X BALL WIDTH MIN.

Limit pruning to dead and broken branches

Prepare a 3" saucer around pit if shrub is

planted alone.  For multiple plantings in the

same bed, provide positive drainage.

Set rootflare 2" above level of finish grade.

Mulch, 3" deep,typ.

Subgrade.

Place rootball on undisturbed or properly

compacted subgrade.  Add and compact

additional fill in the event the hole is too

deep, prior to placing shrub.

Cut and remove all cords around root ball

and trunk.  Remove all burlap.Gently

loosen roots on bottom of shrubs.

DETAILDETAIL

DETAIL DETAIL

DETAIL

Finished grade.

Finished grade.

Finished grade.

Finished grade.

CARNEGIE-SCHADDE MEMORIAL LIBRARY

EXPANSION & REMODEL
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PRELIMINARY

Not To Scale

ENTRANCE LANDSCAPE ALTERNATE PLAN VIEW

SEE SHEET L102 FOR

ALT. PLANTINGS

LAWN
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Mulch, as specified

Finished grade of planting bed

3"
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SHRUB PLANTING (CONTAINER)
1

L202

NOTES:

Remove and properly dispose of

any excess excavated material.

2X BALL WIDTH MIN.

Limit pruning to dead and broken branches

Prepare a 3" saucer around pit if shrub is

planted alone.  For multiple plantings in the

same bed, provide positive drainage.

Crown of plant is at or slightly above

finished grade.

Mulch, 3" deep,typ.

Subgrade.

Finished grade.

Soil from container gently loosen bottom

for root growth.

PERENNIAL  PLANTING
2

L202

Not To Scale

NATIVE AREA MARKER3

L202

Not To Scale

NOTES:

1. Remove and properly dispose of

any excess excavated material.

2. No plants to be buried by mulch.

Place plants so top of soil from the

container is flush with finished planting soil

grade.

Finished grade.

Prepare planting bed with 6" amended

topsoil.

2" mulch.  Mulch under branches of plants.

Raise plant bed 2" above finish grade.

Subgrade.

Varies
6" Min.

2" x 2" wood stake, paint white.

Finished grade.

Native plantings seed mix, see planting

plans.

Other native planting seed mix or no mow

seed mix.

Note:

Install limit marker 10' O.C. around limits of

all native plantings remove markers at

request of owner when native plantings are

established.

2
'
-
0
"

M
A

X
.

1
'
-
0
"

DETAIL

DETAILDETAIL

Not To Scale

SEEDING ALONG SIDEWALK4

L202

Finished concrete surface.

Remove gravel for depth of pavement and

replace with topsoil.

Seed and mulch

DETAIL

Set soil height minimum  

1

4

"  below finished surface

Minimum topsoil

depth 6"

Gravel base

Not To Scale

SHOVEL CUT (SPADE) EDGE
5

L202

DETAIL
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SITE PREPARATION, LAYOUT AND PLANTING NOTES

1. REMOVE AND DISPOSE OF TURF/SOD AND OTHER EXISTING PLANTS,

INCLUDING ESTABLISHED WEEDS PRIOR TO SEEDING.

2. SEED LIMIT LINES ARE APPROXIMATE. SEED TO LIMITS OF GRADING AND

DISTURBANCE.

3. CONTRACTOR RESPONSIBLE FOR EROSION CONTROL IN ALL SEEDED

AREAS. ALL DISTURBED AREAS ARE TO BE PROTECTED WITHIN 24 HOURS.

DO NOT DISTURB MORE AREA THAN CAN BE COMPLETED AND PROTECTED

WITHIN 24 HOURS.

4. TREES AND SHRUBS SHALL BE PLACED AS DRAWN.  NO SUBSTITUTES

SHALL BE MADE WITHOUT PRIOR APPROVAL FROM THE LANDSCAPE

ARCHITECT.

5. EQUALLY SPACE  PERENNIALS AS SPECIFIED PER NOTES LISTED ON

DRAWINGS.

7. ALL PLANT MATERIALS SHALL BE OF MATCHING FORMS AND SIZES WITHIN

EACH SPECIES AND SIZE DESIGNATION ON THE DRAWINGS.

8. PERENNIAL PLANTING BEDS TO BE COVERED WITH 2" MIN. TWICE

SHREDDED HARD WOOD MULCH, UNLESS OTHERWISE NOTED. NO WEED

BARRIER SHALL BE USED.

9. ALL TREES SHALL RECEIVE A 5' DIAMETER MULCH RING WITH 3" MIN. TWICE

SHREDDED HARD WOOD MULCH. ALL TREE RINGS TO RECEIVE SPADE EDGE.

10. ALL BEDS SHALL HAVE A SPADE EDGE UNLESS OTHERWISE NOTED.

11. ALL LANDSCAPE BED CURVES SHALL BE SMOOTH AND NOT SEGMENTED.

SEGMENTED CURVES SHALL BE REPLACED WITH SMOOTH CURVES AT NO

ADDITIONAL COST TO THE OWNER.

12. PLANTS AND OTHER MATERIALS ARE QUANTIFIED AND SUMMARIZED FOR

THE CONVENIENCE OF THE DEPARTMENT AND LOCAL AGENCY. CONFIRM

AND INSTALL SUFFICIENT QUANTITIES TO COMPLETE THE WORK AS DRAWN.

NO ADDITIONAL PAYMENTS WILL BE MADE FOR MATERIALS REQUIRED TO

COMPLETE THE WORK AS DRAWN.

13. CONTRACTOR SHALL STAKE ALL PROPOSED TREE LOCATIONS PRIOR TO

PLANTING.  CONTRACTOR SHALL THEN NOTIFY THE FIELD ENGINEER AND OWNER

ONCE THE STAKING IT COMPLETE FOR A WALK THRU REVIEW OF THE TREE

LOCATIONS.  FINAL TREE LOCATIONS ARE SUBJECT TO MOVING PER FINAL

CONSTRUCTION AND LAYOUT. TREES SHALL BE PLANTED A MINIMUM OF 5'

FROM ANY WALK OR PAVED EDGE.

14. ADJUSTMENT TO STAKE LOCATIONS DUE TO DISCREPANCIES BETWEEN

COORDINATES AND DIMENSIONS IS INCIDENTAL TO THE CONTRACT.  NO

ADDITIONAL PAYMENTS WILL BE MADE FOR THIS WORK.

15.  NO PERENNIAL  OR ORNAMENTAL GRASS SHALL BE PLANTED WITHIN IN

12" IN OF ANY ADJACENT EDGE. NO SHRUB SHALL BE PLANTED WITHIN 30"

ANY ADJACENT EDGE.

16. ALL PLANT MATERIAL SHALL BE PRODUCED BY A NURSERY, BE HEALTHY

AND FREE FROM INSECTS, DISEASE OR INJURY.  SPECIMENS SHALL EXHIBIT

NORMAL HABIT OF GROWTH TYPICAL FOR THE SPECIES.  PLANT SIZE SHALL

BE EQUAL TO OR EXCEEDING THE SIZE LISTED IN THE PLANT LIST.

17. CONTRACTOR SHALL SPADE OUT TREES AS INDICATED ON THE

CONTRACT DOCUMENTS.  SPADED TREES WILL REMAIN ONSITE AND FINAL

LOCATION OF TREES WILL BE DETERMINED BY THE OWNER AND FIELD

ENGINEER.  CONTRACTOR SHALL COORDINATE WITH OWNER AND FIELD

ENGINEER PRIOR TO SPADING OF TREES ON FINAL PLACEMENT LOCATIONS.

CARNEGIE-SCHADDE MEMORIAL LIBRARY

EXPANSION & REMODEL

230 4TH AVENUE,  BARABOO WI

PRELIMINARY
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Madison

BEARINGS FOR THIS SURVEY AND

MAP ARE BASED ON THE WISCONSIN

COUNTY COORDINATE SYSTEM

(WCCS), SAUK COUNTY 2011

ADJUSTMENT.

SURVEYOR'S CERTIFICATION

I, Kevin C. Lord, Professional Land Surveyor #2645, hereby certify that I have surveyed and mapped the property shown upon this plat and that

the area within the plat is a correct representation of the boundaries and improvements of the land surveyed to the best of my information,

knowledge and belief.

Legal Description:

The west 60 feet of Lot 5, and all of Lot 6, 7, 8, and 9 all in Block 21 of the City of Baraboo, formerly known as Adams, Sauk County, Wisconsin.

Said parcel contains a total of 43,298 square feet or 0.994 acres more or less.

I further certify that I have complied with Chapter A-E 7 of the administrative code of the State of Wisconsin for minimum standards for property

surveys to the best of my knowledge and belief.

__________________________________________________________________________

MSA Professional Services, Inc. Date

Kevin C. Lord, Professional Land Surveyor #2645
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OR 1 INCH DEEP BY 1/4 INCH WIDE

CONTRACTION JOINT

18" MINIMUM

42" MAXIMUM 6"

SECTION B-B

B B

A

A

P

L

SECTION A-A

1
2

"

6
"

TOP OF CURB

FLOW LINE

1-1/2"
1.5'

6-INCH DENSE GRADED BASE REQUIRED

UNDER CONCRETE DRIVEWAYS

DRIVEWAY CURB

AND  GUTTER

10% MAX. SLOPE

APRON LENGTH

VARIES

SIDEWALK

WIDTH

1.5% MAX. CROSS SLOPE

6-INCH MINIMUM

THICKNESS AT DRIVEWAYS

FLOW LINE

1.5'

MIN

3.0'

MIN.

CONTRACTION JOINT AS REQ'D

NEW DRIVEWAY APRON TO

BE CONCRETE PAVEMENT

PROPOSED SIDEWALK

 1/2-INCH EXPANSION JOINT (TYP)

6-INCH MINIMUM THICKNESS

CONCRETE SIDEWALK

 1/2-INCH EXPANSION JOINT

FOR CONCRETE DRIVEWAYS

V
A

R
I
E

S

SEE PLANS

EXISTING OR PROP.

DRIVEWAY WIDTH VARIES

(12 FEET MIN. - 27 FEET MAX.)

4

1

1.5'

MIN.

DENSE GRADED BASE

TO EXTEND 1' BEYOND

CONCRETE PAVEMENT

NOTE: CONCRETE DRIVEWAY

SHALL HAVE MINIMUM

UNIFORM THICKNESS OF

6-INCHES, INCLUDING ALL

TAPERS AND TRANSITIONS.

4

1

#4 BARS @ 30-INCHES OC (LENGTH?)

IF EXISTING PAVEMENT IS CONCRETE

#4 BARS @ 30-INCHES OC

(LENGTH?)

1

C105

CONCRETE DRIVEWAY DETAIL WITH CURB & GUTTER

NO SCALE

ASPHALTIC CONCRETE PAVEMENT (3.50-INCH DEPTH)

SURFACE LAYER: 5 MT 58-28 S (1.75-INCH DEPTH)

BINDER LAYER: 4 LT 58-28 S (1.75-INCH DEPTH)

SELECT CRUSHED

MATERIAL (12-INCH

DEPTH)

DENSE GRADED

BASE, 1 

1

4

-INCH

(6-INCH DEPTH)

SELECT CRUSHED

MATERIAL (12-INCH

DEPTH)

DENSE GRADED

BASE, 1 

1

4

-INCH

(6-INCH DEPTH)

2

C105

ASPHALT PAVEMENT SECTION DETAIL

NO SCALE

3

C105

CONCRETE PAVEMENT SECTION

NO SCALE

4

C105

CURB END DETAIL

NO SCALE

(608) 356-2771
1230 South Boulevard, Baraboo WI 53913

DENSE GRADED

BASE, 1 

1

4

-INCH

(6-INCH DEPTH)

5

C105

CONCRETE SIDEWALK DETAIL

NO SCALE

CONCRETE ASPHALT

(5-INCH DEPTH)

7-INCH CONCRETE W/

WELDED WIRE FABRIC

WELDED WIRE FABRIC (WWF) SHALL BE 6X6, W2.9 X W2.9.
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BARRIER FREE SIGNAGE

NO SCALE

INTERNATIONAL SYMBOL OF ACCESS

NO SCALE

RESERVED

PARKING

THIS SPACE

VEHICLES WITH

VET OR DIS PLATES OR

STATE DISABLED CARD

VAN

ACCESSIBLE

GENERAL NOTES:

1. DETAILS OF INSTALLATION, MATERIALS AND

WORKMANSHIP NOT SHOWN ON THIS DRAWING

SHALL CONFORM TO THE PERTINENT

REQUIREMENTS OF THE SPECIFICATIONS.

2. A DETAILED DRAWING OF THE DISABLED PARKING

SYMBOL IS ILLUSTRATED IN THE "STANDARD

HIGHWAY SIGNS MANUAL" BY THE FEDERAL

HIGHWAY ADMINISTRATION.

3. WDOT SPEC. MEANS THE STATE OF WISCONSIN

STANDARD SPECIFICATION FOR HIGHWAY AND

STRUCTURE CONSTRUCTION, LATEST EDITION,

AS AMENDED BY THE MOST CURRENT INTERIM

SUPPLEMENTAL SPECIFICATION.

4. PROVIDE DISABLED PARKING STALLS AT

LOCATIONS SHOWN ON THE DRAWINGS. STALL

AND ACCESS ISLE DIMENSIONS SHALL BE AS

SHOWN ON THE DETAIL UNLESS INDICATED

OTHERWISE ON THE DRAWING.

5. PROVIDE A DISABLED SYMBOL AND  BARRIER 

FREE SIGNAGE FOR EACH STALL SHOWN ON THE

DRAWING.

6. PROVIDE WHEEL STOPS WHEN SHOWN ON THE

DRAWINGS.

7. THE MAXIMUM SURFACE SLOPE, ACROSS STALLS

OR ACCESSIBLE ROUTES, IN ANY DIRECTION,

SHALL BE 2%.

1
8

'
 
M

I
N

.

11' 5' 9'

INTERNATIONAL SYMBOL OF ACCESS (TYP.)

WHEEL STOP

ACCESSIBLE ACCESS ISLE

BARRIER FREE

SIGNAGE TYP.

3

'

2'-0"

2
'
-
4

"

WHITE

3

"

2" DIA GALVANIZED STEEL POST DRIVEN

IN PLACE. POST SHALL BE PLUMB

IF THE  POST IS CONSTRUCTED IN A

PAVED AREA, CORE A HOLE 1 INCH

LARGER THAN THE POST. PRIOR TO

DRIVING, BACKFILL THE VOID WITH

CEMENT GROUT OR ASPHALT

PAVING MATERIAL.

SIGNAGE - PROVIDE IN ACCORDANCE

WITH WISCONSIN ADMINISTRATIVE

CODE TRANS 200,007 AND WDOT SPEC

SECTION 637, TYPE II SIGN WITH SHEET

ALUMINUM BASE.

5
'
-
0

"
 
M

I
N

.
4

'
-
6

"

FOR VAN

ACCESSIBLE STALL

FOR NON-VAN

ACCESSIBLE STALL

*

NOT REQ.'D AT ALL LOCATIONS

SEE WISCONSIN ADMINISTRATION CODE

*

4" SOLID WHITE

LINE (TYP)

4

C106

ACCESSIBLE PARKING STALL

NO SCALE

1

C106

SANITARY SEWER CLEANOUT

NO SCALE

6" THICK CONCRETE PAD

GROUT TO PROVIDE WATERTIGHT SEAL

FINISHED GRADE OR PAVEMENT

PLUG

NEENAH R-1916-A OR EQUAL

CAST IRON FRAME AND LID

S
E

E
 
P

L
A

N
S CLEANOUT EXTENSION. SAME

SIZE AS SEWER UP TO 6" DIA.

FROST SLEEVE TO BE ONE SIZE LARGER

PIPE THAN CLEANOUT EXTENSION

LONG SWEEP‚ BEND OR

COMBINATION "Y" & BEND. (USE

REDUCING TYPE WHERE REQUIRED.)

SEWER MATERIAL AND

SIZE AS SPECIFIED

GENERAL NOTES:

1. DETAILS OF CONSTRUCTION NOT SHOWN ON THIS DRAWING SHALL CONFORM TO  ASTM D2321.

2. CLASS 1 EMBEDMENT MATERIAL SHALL BE CLEAN, OPEN GRADED CRUSHED STONE, ROCK OR

GRAVEL.

3. NO PARTICLES LARGER THAN 1 1/2 -INCHES SHALL BE USED IN THE PIPE EMBEDMENT.

4. DO NOT USE CLASS 1A MATERIAL WHERE CONDITIONS MAY CAUSE MIGRATION OF FINES FROM

ADJACENT SOIL AND LOSS OF PIPE SUPPORT.

5. CLASS 1 MATERIAL IS SUITABLE AS FOUNDATION AND FOR REPLACING OVER-EXCAVATED  AND

UNSTABLE TRENCH BOTTOM.  INSTALL AND COMPACT IN 6-INCH MAXIMUM LAYERS.

6. INSTALL BEDDING IN 6-INCH MAXIMUM LAYERS.  LEVEL FINAL GRADE BY HAND.  MINIMUM DEPTH 4

INCH (6 INCH IN ROCK CUTS).

7. INSTALL AND COMPACT HAUNCHING IN 6-INCH MAXIMUM LAYERS.  WORK IN AROUND PIPE  BY HAND

TO PROVIDE UNIFORM SUPPORT.

8. INSTALL AND COMPACT INITIAL BACKFILL TO A MINIMUM OF 6 INCH ABOVE PIPE CROWN

9. EMBEDMENT COMPACTION:

CLASS 1:  PLACE AND WORK BY HAND TO INSURE ALL EXCAVATED VOIDS AND  HAUNCH AREAS 

ARE FILLED.  FOR HIGH DENSITIES USE VIBRATORY COMPACTORS.

10. EMBEDMENT INCLUDES BEDDING, HAUNCHING, AND INITIAL BACKFILL

FOUNDATION (MAY

NOT BE REQUIRED)

BEDDING

HAUNCHING

SPRINGLINE

FINAL

BACKFILL

INITIAL

BACKFILL

EXCAVATED

TRENCH WIDTH

6"-12"

HAUNCH ZONE

PIPE ZONE

2

C106

CLASS 1 - FLEXIBLE PIPE EMBEDMENT DETAIL

NO SCALE

BELL AND SPIGOT PIPE
TONGUE AND GROOVE PIPE

WET TRENCHDRY TRENCH

X

TRENCHES SHALL COMPLY

WITH  OSHA REQUIREMENTS

DRY TRENCH WET TRENCH

GENERAL NOTES:

1. BEDDING AND HAUNCHING MATERIAL SHALL BE WELL-GRADED  3/4  TO  1/4  INCH CRUSHED

STONE OR OTHER NON-COHESIVE MATERIAL NOT SUBJECT TO MIGRATION AND FREE OF DEBRIS,

ORGANIC MATERIAL, AND LARGE STONES.

2. BEDDING MATERIAL TO BE PLACED BEFORE SETTING PIPE, 4 INCH MINIMUM UNDER BARREL WITH

3 INCH MINIMUM UNDER BELL.

3. INITIAL BACKFILL SHALL BE DENSELY COMPACTED, NON-COHESIVE FINELY DIVIDED MATERIAL

FREE OF DEBRIS, ORGANIC MATERIAL, AND LARGE STONES.

4. IN ROCK OR OTHER UNCOMPRESSIBLE MATERIALS, THE TRENCH SHALL BE OVEREXCAVATED A

MINIMUM OF 6-INCHES  AND REFILLED WITH GRANULAR MATERIAL.

PAVEMENT SUBGRADE OR FINISHED GRADE

MINIMUM CLEAR WIDTH

AS SPECIFIED

SPRINGLINE

COMPACTED INITIAL BACKFILL

CAREFULLY COMPACTED

HAUNCHING MATERIAL

CAREFULLY COMPACTED

BEDDING MATERIAL

3 INCHES OF  CRUSHED STONE

REQUIRED IN  WET TRENCH

1
'
-
0

"

X

Y

Y

3
"

4
"

3
"

3
"

3

C106

CLASS "B" EMBEDMENT FOR RIGID PIPE DETAIL

NO SCALE

(608) 356-2771
1230 South Boulevard, Baraboo WI 53913
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(SLOPED TOP)

SECTION B-B

SECTION A-A

(FLAT TOP)

PLAN VIEW

A

(FLAT TOP)

PLAN VIEW

B

(SLOPED TOP)

GENERAL NOTES:

1. SEE PLANS FOR SIZE, NUMBER, AND LOCATION OF PIPES.

2. DETAILS OF CONSTRUCTION, MATERIALS, AND WORKMANSHIP NOT SHOWN ON THIS DRAWING SHALL CONFORM

TO THE PERTINENT  REQUIREMENTS OF THE SPECIFICATIONS.

3. DETAILED DRAWINGS FOR PROPOSED ALTERNATE DESIGNS FOR UNDERGROUND DRAINAGE STRUCTURES SHALL

BE SUBMITTED TO THE ENGINEER FOR APPROVAL PROVIDING THAT SUCH ALTERNATE DESIGNS MAKE PROVISION

FOR EQUIVALENT CAPACITY AND STRENGTH.

4. ALL PRECAST INLET UNITS SHALL CONFORM TO THE PERTINENT REQUIREMENTS OF AASHTO DESIGNATION M 199.

5. PRECAST REINFORCED BASES SHALL BE PLACED ON A BED OF MATERIAL AT LEAST 6 INCHES IN DEPTH, WHICH

MEETS THE REQUIREMENTS FOR GRANULAR BACKFILL.  THIS BEDDING SHALL BE COMPACTED AND PROVIDE

UNIFORM SUPPORT FOR THE ENTIRE AREA OF THE BASE.

6. ALL BAR STEEL AND WELDED WIRE FABRIC REINFORCEMENT SHALL BE EMBEDDED 2 INCHES CLEAR UNLESS

OTHERWISE SHOWN OR NOTED.

3
'
 
M

I
N

.

6
"

6
"

G
R

A
T

E
 
W

I
D

T
H

M
I
N

U
S

 
4

"

A

3' MIN.

IF CASTING IS NOT OTHERWISE

SPECIFIED USE NEENAH GRATE

R-4833 (26"x26")

DISCHARGE PIPE

PRECAST OR CAST-IN-PLACE

CONCRETE

WELDED WIRE FABRIC

6x6-w2.9xW2.9 (TYP.)

2"

6"
6"

GRATE

LENGTH

MINUS 4"

6
"

1
 
1

/
2

"

S
E

E
 
P

L
A

N
S

F
O

R
 
D

E
P

T
H

B

3' MIN.

3
'
 
M

I
N

.

6
"

6
"

G
R

A
T

E
 
W

I
D

T
H

M
I
N

U
S

 
4

"

SLOPE TO MATCH

SIDE SLOPE

IF CASTING IS

NOT OTHERWISE

SPECIFIED USE

NEENAH GRATE

R-4833 (26"x26")

PRECAST OR

CAST-IN-PLACE

CONCRETE

SEE PLANS

FOR DEPTH

DISCHARGE PIPE

WELDED WIRE FABRIC

6x6-W2.9xW2.9 (TYP.)

6"
6"

GRATE

LENGTH

MINUS 4"

6
"

6
"

SECTION A-A

GENERAL NOTES:

1.     SEE PLANS FOR SIZE, NUMBER, AND LOCATION OF PIPES.

2.     DETAILS OF CONSTRUCTION, MATERIALS AND WORKMANSHIP NOT SHOWN ON THIS DRAWING  SHALL CONFORM TO

THE PERTINENT REQUIREMENTS OF THE SPECIFICATIONS.

3.     DETAILED DRAWINGS FOR PROPOSED ALTERNATE DESIGNS FOR UNDERGROUND DRAINAGE  STRUCTURES SHALL

BE SUBMITTED TO THE ENGINEER FOR APPROVAL PROVIDING THAT  SUCH ALTERNATE DESIGNS MAKE PROVISION

FOR EQUIVALENT CAPACITY AND STRENGTH.

4.     ALL PRECAST INLET UNITS SHALL CONFORM TO THE PERTINENT REQUIREMENTS OF AASHTO DESIGNATION M 199.

5.     PRECAST REINFORCED BASES SHALL BE PLACED ON A BED OF MATERIAL AT LEAST  6 INCHES IN DEPTH, WHICH

MEETS THE REQUIREMENTS FOR WELL GRADED CRUSHED STONE.  THIS  BEDDING SHALL BE COMPACTED AND

PROVIDE UNIFORM SUPPORT FOR THE ENTIRE AREA  OF THE BASE.

6.     PRECAST REINFORCED CONCRETE FLAT SLAB TOPS MAY BE USED ON THE STRUCTURES.   THE TOPS SHALL BE

INSTALLED ON A BED OF MORTAR.

7.     ALL BAR STEEL AND WELDED WIRE FABRIC REINFORCEMENT SHALL BE EMBEDDED 2 INCHES  CLEAR UNLESS

OTHERWISE SHOWN OR NOTED.

8.     PRECAST REINFORCED CONCRETE RISERS SHALL BE PLACED WITH TONGUE DOWN.

WELDED WIRE  FABRIC

6x6-W2.9xW2.9

5"
3'-0" 5"

5
"

D
E

P
T

H
 
A

S
 
S

H
O

W
N

 
O

N
 
P

L
A

N

6" MIN.  COMPACTED, WELL

GRADED CRUSHED STONE

MORTAR

DISCHARGE PIPE

CONSTRUCTION JOINT

ONLY ON CAST-IN-PLACE

6" MIN.

A A

5
"

2
'
-
0

"
5

"

4

C107

2' x 3' INLET DETAIL

NO SCALE

EXPANDED POLYPROPYLENE ADJUSTMENT RINGS

AS REQUIRED

24-INCH OFFSET HOLE

DIMENSION FROM BOTTOM

OF GROOVE TO TOP OF CUT

OUT SHALL BE SUCH THAT

THE BOTTOM OF THE

GROOVE IS INTACT.

GROOVE

DEPTH

+ 4"

CONCRETE COLLAR

REQUIRED AROUND ALL

PIPE/STRUCTURE

CONNECTIONS.

CONTRACTOR SHALL USE

A MECHANICAL VIBRATOR

DURING CONSTRUCTION

OF THE COLLARS.

VARIES

FIELD POURED

BENCH / FLOWLINE

6" MIN.  COMPACTED, WELL

GRADED CRUSHED STONE

6" PRECAST BASE

CONCRETE COLLAR

CONTRACTOR SHALL

UTILIZE MECHANICAL

VIBRATOR DURING

PLACEMENT

O
.
D

.
+

6
"
+

/
-

O
.
D

.

9" MIN.

THICKNESS

PIPE MAY BE PLACED

AT ANY LOCATION IN

CUT OUT PROVIDED

INVERTS MATCH THOSE

IN THE STORM TABLE

4"

VARIES

VARIES

VARIES

6"

RIM ELEVATION

CASTING AS SPEC'D

CUT OUT =

O.D.+ 6"±

GENERAL NOTES:

1.     SEE PLANS FOR SIZE, NUMBER, AND LOCATION OF PIPES.

2.     DETAILS OF CONSTRUCTION, MATERIALS AND WORKMANSHIP NOT SHOWN ON THIS DRAWING  SHALL CONFORM TO

THE PERTINENT REQUIREMENTS OF THE SPECIFICATIONS.

3.     DETAILED DRAWINGS FOR PROPOSED ALTERNATE DESIGNS FOR UNDERGROUND DRAINAGE  STRUCTURES SHALL

BE SUBMITTED TO THE ENGINEER FOR APPROVAL PROVIDING THAT  SUCH ALTERNATE DESIGNS MAKE PROVISION

FOR EQUIVALENT CAPACITY AND STRENGTH.

4.     ALL PRECAST INLET UNITS SHALL CONFORM TO THE PERTINENT REQUIREMENTS OF AASHTO DESIGNATION M 199.

5.     PRECAST REINFORCED BASES SHALL BE PLACED ON A BED OF MATERIAL AT LEAST  6 INCHES IN DEPTH, WHICH

MEETS THE REQUIREMENTS FOR WELL GRADED CRUSHED STONE.  THIS  BEDDING SHALL BE COMPACTED AND

PROVIDE UNIFORM SUPPORT FOR THE ENTIRE AREA  OF THE BASE.

6.     ALL BAR STEEL AND WELDED WIRE FABRIC REINFORCEMENT SHALL BE EMBEDDED 2 INCHES  CLEAR UNLESS

OTHERWISE SHOWN OR NOTED.

7.     PRECAST REINFORCED CONCRETE RISERS SHALL BE PLACED WITH TONGUE DOWN.

8.     OVERHANGING BASE NOT REQUIRED WHERE INTEGRAL BASE IS ALLOWED.

I.D. AS SPECIFIED ON PLAN

SEE NOTE 8

SEE SPECIAL PROCEDURES OR CONTACT ENGINEER TO VERIFY.

2

C107

STORM MANHOLE DETAIL

NO SCALE

NOTES:

1. DIMENSIONS IN TABLE ARE BASED ON A  WATER PRESSURE OF 150

P.S.I. AND AN  EARTH RESISTANCE OF 2 TONS PER SQ. FT. INFORM

THE ENGINEER IF PRESSURES EXCEED 150 PSI, OR ON-SITE SOIL

DOES NOT MEET  THIS CONDITION.

2. DIMENSION C1 C2 C3 SHOULD BE LARGE ENOUGH TO MAKE ANGLE Ø

EQUAL TO OR LARGER THAN 45°.

3. DIMENSION A1 A2 A3 SHOULD BE AS LARGE AS POSSIBLE WITHOUT

INTERFERING WITH THE MECHANICAL JOINT.

4. BUTTRESS TO BE POURED AGAINST FIRM UNDISTURBED SOIL, OR

DISTURBED SOIL COMPACTED TO 95% OF MODIFIED  PROCTOR

DENSITY, ASTM D1557.

5. ALL BUTTRESSED FITTINGS SHALL BE WRAPPED IN POLYETHYLENE.

6. CONCRETE SHALL HAVE A MINIMUM 7-DAY COMPRESSIVE

STRENGTH OF 2000 PSI.

7. IN ADDITION TO BUTTRESS, ALL JOINTS SURROUNDING BENDS

SHALL BE RESTRAINED WITH WEDGE ACTION RESTRAINING GLANDS.

SEE  NOTE 2

SECTION A-A

PLAN - 90° BEND

PLAN - 22  

1

2

° BEND

PLAN - 45° BEND

A

A

A

A

SEE  NOTE 2

A

A

BUTTRESS DIMENSIONS

PIPE

SIZE

22 

1

2

° BENDS 45° BENDS 90° BENDS

B1 D1 B2 D2 B3 D3

6" 1'-0" 1'-0" 1'-0" 1'-0" 1'-4" 1'-2"

8" 1'-0" 1'-0" 1'-4" 1'-2" 1'-10" 1'-6"

10" 1'-2" 1'-2" 1'-7" 1'-7" 2'-3" 1'-10"

12" 1'-4" 1'-4" 1'-10" 1'-10" 2'-8" 2'-3"

16" 1'-10" 1'-8" 2'-6" 2'-4" 3'-10" 2'-10"

20" 2'-4" 2'-0" 3'-3" 2'-10" 5'-0" 3'-4"

24" 2'-10" 2'-4" 4'-0" 3'-3" 6'-4" 3'-10"

B

3

A

3

ø

A

1

B

1

SEE  NOTE 2

ø

ø

A

2

B

2

9
0

°

C1

C2

C3

D
1

 
D

2
 
D

3

APPROX. 1:1 SLOPE

WHERE DEPTH BELOW

PIPE EXCEEDS 6 INCHES

BEDDING MATERIAL

CONCRETE SHALL BE

IN CONTACT WITH

THIS QUADRANT OF

PIPE MINIMUM

PLAN

ELEVATION

NOTES:

1. DIMENSION 'C' SHOULD BE LARGE ENOUGH TO MAKE ANGLE ø EQUAL TO OR LARGER THAN 45°.

2. DIMENSION 'D' EQUALS APPROX. I.D. OF PIPE LESS 2 INCHES.  THE CONCRETE SHOULD NOT INTERFERE WITH THE

MECHANICAL JOINTS.

3. WHERE BUTTRESSES ARE NOT POSSIBLE BECAUSE OF POOR SOIL CONDITIONS OR LACK OF ROOM, WEDGE ACTION

RESTRAINING GLANDS SHALL BE PERMITTED.

4. BUTTRESS DIMENSIONS ARE BASED ON A SOIL RESISTANCE OF TWO TONS PER SQ. FT. AND A WATER PRESSURE OF

150 PSI. INFORM THE  ENGINEER IF ON-SITE SOIL DOES NOT MEET THIS CONDITION OR PRESSURES EXCEED 150 PSI.

5. BUTTRESS TO BE POURED AGAINST FIRM UNDISTURBED SOIL, OR DISTURBED SOIL COMPACTED TO 95% OF

MODIFIED PROCTOR DENSITY, ASTM D1557.

6. CONCRETE SHALL HAVE A MINIMUM 7-DAY COMPRESSIVE STRENGTH OF 2000 PSI.

7. ALL POURED BUTTRESSED FITTINGS SHALL BE  WRAPPED IN POLYETHYLENE.

8. NO WOOD BUTTRESS ALLOWED.

TYPICAL

BELL END

SEE  NOTE 1

CAP ON SPIGOT END, PLUG ON

BELL END.  (PLUG SHOWN)

BUTTRESS DIMENSIONS

DIA. A B C D

6" 1'-6" 1'-2"

SEE

NOTE

NO. 1

SEE

NOTE

NO. 2

8" 2'-0" 1'-4"

12" 2'-5" 1'-10"

16" 3'-4" 2'-4"

20" 4'-3" 2'-10"

24" 5'-2" 3'-4"

30" 6'-9" 4'-0"

T
R

E
N

C
H

 
W

I
D

T
H

Ø

C

A

D

FORM

SIDES

BEDDING

MATERIAL

B

APPROXIMATE 1:1 SLOPE

WHERE DEPTH BELOW

PIPE EXCEEDS  6 INCHES.

GENERAL NOTES:

1. SEE PLANS AND SPECIFICATIONS FOR SIZE AND TYPE OF

CURB STOP AND BOX CORPORATION AND SERVICE LINE.

2. COMMUNITY STANDARDS SHALL SUPERSEDE THE

DIMENSIONS FROM THE PROPERTY LINE.

WATER MAIN

SOLID CONCRETE BLOCK

CORPORATION

CURB &

GUTTER

INSTALL LEVEL

WATER LATERAL

CURB STOP

& BOX

HORIZONTAL PAY LIMITS

A
S

 
S

P
E

C
'
D

6
.
5

'
 
M

I
N

.

A
S

 
S

P
E

C
'
D

6
.
5

'
 
M

I
N

.

7'-0"

2

2'-0"

2

MARK END LOCATION

WITH A 4"x4" WOOD

POST OR METAL

FENCE POST

P
R

O
P

E
R

T
Y

 
L

I
N

E

1

C107

AREA DRAIN INLET DETAIL

NO SCALE

3

C107

BUTTRESS FOR BENDS DETAILS

NO SCALE

5

C107

WATER SERVICE DETAIL

NO SCALE

6

C107

BUTTRESS FOR PLUGS DETAIL

NO SCALE

(608) 356-2771
1230 South Boulevard, Baraboo WI 53913
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0 20 40

1.7 - AREA DRAIN - 24"

RIM = 877.00

I.E. = 873.65

1.8 - AREA DRAIN - 24"

RIM = 876.00

I.E. = 874.00

8" X 6" WYE

I.E. = 873.79

8" X 8" WYE

I.E. = 873.53

1.6 - AREA DRAIN - 24"

RIM = 877.14

I.E. = 873.60

8" X 6" WYE

I.E. = 874.32

CONNECT TO ROOF

DRAIN SHOE, TYP.

I.E. = 874.70 (6")

1 - 8" X 6" WYE & 45° BEND

CLEAN OUT RIM = 877.10

CLEAN OUT I.E. = 874.54

16 LF - 6" PVC @ 1.00%

29 LF - 8" PVC @ 0.75%

42 LF - 8" PVC @ 0.75%

28 LF - 8" PVC @ 0.75%

20 LF - 8" PVC @ 0.75%

15 LF - 8" PVC @ 0.75%

36 LF - 8" PVC @ 0.75%

1 - 8" X 8 WYE & 45° BEND

CLEAN OUT RIM = XXX.XX

CLEAN OUT I.E. = 873.26

12 LF - 8" PVC @ 0.75%

27 LF - 8" PVC

 @ 0.75%

8" X 6" WYE

I.E. = 873.17

8" X 6" WYE

I.E. = 872.97

12" X 6" WYE

I.E. = 872.75

13 LF - 12" PVC  @ 0.75%

12" BEND

28 LF - 12" PVC  @ 0.75%

16 LF - 12" HDPE  @ 1.00%

1.4 - 2' x 3' INLET

TOC = 876.17

I.E. = 872.35 (S)

I.E. = 872.10 (W)

5 LF - 12" HDPE AND PLUG

1.5 - 2' x 3' INLET

TOC = 876.47

I.E. = 872.54 (E)

I.E. = 872.30 (N)

72 LF - 15" HDPE

@ 2.08%

1.3 - 2' x 3' INLET

TOC = 874.10

I.E. = 870.60 (E/W)

1.2 - 2' x 3' INLET

TOC = 872.40

I.E. = 868.90 (E/S)

1.1 - 2' x 3' INLET

TOC = 872.50

I.E. = 868.70 (N)

I.E. = 868.00 (S)

50 LF - 15" HDPE

@ 3.40%

72 LF - 15" HDPE @ 2.08%

2.0 - 2' x 3' INLET

TOC = 872.60

I.E. = 866.60 (N)

I.E. = 866.75 (S)

2.1 - AREA DRAIN - 24"

RIM = XXX.XX

I.E. = 866.95

8 LF - 15" HDPE @ 6.67%

4 LF - 15" HDPE @ 2.50%

27 LF - 8" PVC @ 0.75%

8" 45° BEND

1.0 - 48" STORM MANHOLE

TOC = 872.11

I.E. = 867.50 (N)

I.E. = 866.50 (S)

I.E. = 865.09 (24" E/W)

8" X 6" WYE

I.E. = 873.82

51 LF - 4" PVC @ 1.04% (MIN)

2 - SANITARY CLEANOUTS

CONNECT TO EXISTING SANITARY

LATERAL.  CONTRACTOR TO VERIFY

LOCATION AND ELEVATION

55 L.F. - 6" D.I.W.M.

CONNECT TO EXISTING

WATER MAIN WITH A 6"

VALVE AND BOX AND

LIVE TAP.

12" X 10" WYE

12" X 8" REDUCER

I.E. = 872.85

16 LF - 8" PVC  @ 0.75%
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A. ALL DIMENSIONING IS TO FACE OF CMU, STUD, FRAMING OR CONCRETE.

B. DO NOT SCALE DRAWINGS.  IF DIMENSIONS ARE IN QUESTION, THE 
CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING CLARIFICATION FROM 
THE ARCHITECT BEFORE CONTINUING WITH CONSTRUCTION.

C. THE CONTRACT DOCUMENTS CONSIST OF THE SPECIFICATION MANUAL AND 
DRAWINGS WHICH ARE INTENDED TO BE COMPLEMENTARY AND TO BE USED IN 
CONJUNCTION WITH ONE ANOTHER.

D. IF DISCREPANCIES OCCUR BETWEEN THE SPECIFICATION MANUAL AND THE 
DRAWINGS, NOTIFY THE ARCHITECT FOR A RESOLUTION.

E. OPENINGS FOR PLUMBING, VENTILATING, AND ELECTRICAL WORK IN WALLS, 
FLOORS, CEILING, AND ROOF SHALL BE PROVIDED BY THE GC LOCATION AND 
SIZE SHALL BE THE RESPONSIBILITY OF THE RESPECTIVE CONTRACTORS.

F. SLOPE FLOOR SLABS TO FLOOR DRAINS.  SEE FOUNDATION PLAN AND 
COORDINATE WITH PLUMBING DRAWINGS. (MAX FLOOR SLOPE 1/4" PER FT).

G. CONTRACTOR TO COORDINATE STRUCTURAL, ARCHITECTURAL, HVAC, AND 
PLUMBING PLANS FOR DETAILS, DIMENSIONS, ELEVATIONS, OPENINGS, INSERTS, 
ETC.  NOTIFY ARCHITECT OF ANY VARIANCE BEFORE COMMENCING 
CONSTRUCTION.

H. IN NO CASE SHALL STRUCTURAL ALTERATIONS OR WORK AFFECTING A 
STRUCTURAL MEMBER BE MADE, UNLESS APPROVED BY THE ENGINEER.
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A101

18603000
BASEMENT PLAN

1/8" = 1'-0"A101

1 BASEMENT

KEYNOTE LEGEND - PLANS

Sheet Note # Description

01 BRICK VENEER WALL ASSEMBLY WA-1 WITH
MASONRY VENEER WALL ASSEMBLEY WA-2
WATER TABLE, REFER TO BUILDING
ELEVATIONS

02 MASONRY VENEER WALL ASSEMBLEY WA-2,
REFER TO BUILDING ELEVATIONS

06 HYDRAULIC MACHINE ROOMLESS ELEVATOR

07 METAL STAIR WITH TERRAZZO TREADS AND
RISERS

08 STAINLESS STEEL HANDRAIL, TYP

09 PERFORATED METAL SLIDING DOOR WITH
OVERHEAD TRACK AND HARDWARE

10 SOLID WOOD FLOORING & PLANK STEPS

11 GLASS RAILING WITH STAINLESS STEEL CAP

12 METAL STAIR

13 PAINTED METAL HANDRAIL

14 CONCRETE RAMP BELOW STAIR

15 ARCHITECTURALLY EXPOSED STRUCTURAL
STEEL FRAMING, TYP AT EXPOSED STEEL

16 WATER FOUNTAIN

17 STAINED WOOD CABINETS WITH QUARTZ
COUNTERTOP

18 LOW WALL WITH SOLID SURFACE
COUNTERTOP

20 HOLLOW METAL FRAME WITH GLASS SIDE
LITE

21 METAL STORAGE SHELVING

22 AREA OF NEW FLOOR TO INFILL OLD STAIR
OPENING

23 BRICK VENEER WALL ASSEMBLY WA-1 WITH
PREFINISHED STANDING SEAM METAL PANEL
WALL ASSEMBLY WA-3 ABOVE, REFER TO
BUILDING ELEVATIONS

24 PREFINISHED STANDING SEAM METAL PANEL
WALL ASSEMBLY WA-3, REFER TO BUILDING
ELEVATIONS

25 METAL SUN SHADE AWNING

26 EXISTING ARCHITECTURALLY EXPOSED
STRUCTURAL STEEL FRAMING

27 PLASTIC LAMINATE COUNTERTOP

28 MODIFIED BITUMINOUS SHEET WATER
PROOFING WITH FILTER FABRIC AND
DRAINAGE BOARD TYPICAL BELOW GRADE

29 BENTONITE WATERPROOFING AT ELEVATOR
PIT BELOW GRADE

30 LADDER & SUMP PIT AT ELEVATOR PIT

31 ACOUSTIC CMU WALL SEPARATION

32 POLYURETHANE WATERPROOFING COATING
SYSTEM AT FLOOR WITH INTEGRAL COVE
BASE

33 METAL ROOF HATCH ABOVE WITH
INTEGRATED LADDER AND RAILING

34 METAL LOUVER SYSTEM, REFER TO BUILDING
ELEVATIONS

35 CONCRETE STAIR, REFERENCE CIVIL
DRAWINGS

36 RETAINING WALL, REFERENCE CIVIL
DRAWINGS

37 FIBER OPTIC SERVICE TO REMAIN

38 PERPENDICULAR FOLDER ROOF ACCESS
LADDER TO 3'x3' ROOF HATCH ABOVE

39 GLASS RAILING WITH STAINLESS STEEL CAP

0 8 164(22"x34")
1/16" = 1'-0" (11"x17")

No DATE REVISIONS BY
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Designer

A102

18603000
LEVEL 1 FLOOR PLAN

1/8" = 1'-0"A102

1 LEVEL 1 FLOOR PLAN

KEYNOTE LEGEND - PLANS

Sheet Note # Description

01 BRICK VENEER WALL ASSEMBLY WA-1 WITH
MASONRY VENEER WALL ASSEMBLEY WA-2
WATER TABLE, REFER TO BUILDING
ELEVATIONS

02 MASONRY VENEER WALL ASSEMBLEY WA-2,
REFER TO BUILDING ELEVATIONS

06 HYDRAULIC MACHINE ROOMLESS ELEVATOR

07 METAL STAIR WITH TERRAZZO TREADS AND
RISERS

08 STAINLESS STEEL HANDRAIL, TYP

09 PERFORATED METAL SLIDING DOOR WITH
OVERHEAD TRACK AND HARDWARE

10 SOLID WOOD FLOORING & PLANK STEPS

11 GLASS RAILING WITH STAINLESS STEEL CAP

12 METAL STAIR

13 PAINTED METAL HANDRAIL

14 CONCRETE RAMP BELOW STAIR

15 ARCHITECTURALLY EXPOSED STRUCTURAL
STEEL FRAMING, TYP AT EXPOSED STEEL

16 WATER FOUNTAIN

17 STAINED WOOD CABINETS WITH QUARTZ
COUNTERTOP

18 LOW WALL WITH SOLID SURFACE
COUNTERTOP

20 HOLLOW METAL FRAME WITH GLASS SIDE
LITE

21 METAL STORAGE SHELVING

22 AREA OF NEW FLOOR TO INFILL OLD STAIR
OPENING

23 BRICK VENEER WALL ASSEMBLY WA-1 WITH
PREFINISHED STANDING SEAM METAL PANEL
WALL ASSEMBLY WA-3 ABOVE, REFER TO
BUILDING ELEVATIONS

24 PREFINISHED STANDING SEAM METAL PANEL
WALL ASSEMBLY WA-3, REFER TO BUILDING
ELEVATIONS

25 METAL SUN SHADE AWNING

26 EXISTING ARCHITECTURALLY EXPOSED
STRUCTURAL STEEL FRAMING

27 PLASTIC LAMINATE COUNTERTOP

28 MODIFIED BITUMINOUS SHEET WATER
PROOFING WITH FILTER FABRIC AND
DRAINAGE BOARD TYPICAL BELOW GRADE

29 BENTONITE WATERPROOFING AT ELEVATOR
PIT BELOW GRADE

30 LADDER & SUMP PIT AT ELEVATOR PIT

31 ACOUSTIC CMU WALL SEPARATION

32 POLYURETHANE WATERPROOFING COATING
SYSTEM AT FLOOR WITH INTEGRAL COVE
BASE

33 METAL ROOF HATCH ABOVE WITH
INTEGRATED LADDER AND RAILING

34 METAL LOUVER SYSTEM, REFER TO BUILDING
ELEVATIONS

35 CONCRETE STAIR, REFERENCE CIVIL
DRAWINGS

36 RETAINING WALL, REFERENCE CIVIL
DRAWINGS

37 FIBER OPTIC SERVICE TO REMAIN

38 PERPENDICULAR FOLDER ROOF ACCESS
LADDER TO 3'x3' ROOF HATCH ABOVE

39 GLASS RAILING WITH STAINLESS STEEL CAP

0 8 164(22"x34")
1/16" = 1'-0" (11"x17")
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LEVEL 2 FLOOR PLAN

1/8" = 1'-0"A103

1 LEVEL 2 FLOOR PLAN

KEYNOTE LEGEND - PLANS

Sheet Note # Description

01 BRICK VENEER WALL ASSEMBLY WA-1 WITH
MASONRY VENEER WALL ASSEMBLEY WA-2
WATER TABLE, REFER TO BUILDING
ELEVATIONS

02 MASONRY VENEER WALL ASSEMBLEY WA-2,
REFER TO BUILDING ELEVATIONS

06 HYDRAULIC MACHINE ROOMLESS ELEVATOR

07 METAL STAIR WITH TERRAZZO TREADS AND
RISERS

08 STAINLESS STEEL HANDRAIL, TYP

09 PERFORATED METAL SLIDING DOOR WITH
OVERHEAD TRACK AND HARDWARE

10 SOLID WOOD FLOORING & PLANK STEPS

11 GLASS RAILING WITH STAINLESS STEEL CAP

12 METAL STAIR

13 PAINTED METAL HANDRAIL

14 CONCRETE RAMP BELOW STAIR

15 ARCHITECTURALLY EXPOSED STRUCTURAL
STEEL FRAMING, TYP AT EXPOSED STEEL

16 WATER FOUNTAIN

17 STAINED WOOD CABINETS WITH QUARTZ
COUNTERTOP

18 LOW WALL WITH SOLID SURFACE
COUNTERTOP

20 HOLLOW METAL FRAME WITH GLASS SIDE
LITE

21 METAL STORAGE SHELVING

22 AREA OF NEW FLOOR TO INFILL OLD STAIR
OPENING

23 BRICK VENEER WALL ASSEMBLY WA-1 WITH
PREFINISHED STANDING SEAM METAL PANEL
WALL ASSEMBLY WA-3 ABOVE, REFER TO
BUILDING ELEVATIONS

24 PREFINISHED STANDING SEAM METAL PANEL
WALL ASSEMBLY WA-3, REFER TO BUILDING
ELEVATIONS

25 METAL SUN SHADE AWNING

26 EXISTING ARCHITECTURALLY EXPOSED
STRUCTURAL STEEL FRAMING

27 PLASTIC LAMINATE COUNTERTOP

28 MODIFIED BITUMINOUS SHEET WATER
PROOFING WITH FILTER FABRIC AND
DRAINAGE BOARD TYPICAL BELOW GRADE

29 BENTONITE WATERPROOFING AT ELEVATOR
PIT BELOW GRADE

30 LADDER & SUMP PIT AT ELEVATOR PIT

31 ACOUSTIC CMU WALL SEPARATION

32 POLYURETHANE WATERPROOFING COATING
SYSTEM AT FLOOR WITH INTEGRAL COVE
BASE

33 METAL ROOF HATCH ABOVE WITH
INTEGRATED LADDER AND RAILING

34 METAL LOUVER SYSTEM, REFER TO BUILDING
ELEVATIONS

35 CONCRETE STAIR, REFERENCE CIVIL
DRAWINGS

36 RETAINING WALL, REFERENCE CIVIL
DRAWINGS

37 FIBER OPTIC SERVICE TO REMAIN

38 PERPENDICULAR FOLDER ROOF ACCESS
LADDER TO 3'x3' ROOF HATCH ABOVE

39 GLASS RAILING WITH STAINLESS STEEL CAP

0 8 164(22"x34")
1/16" = 1'-0" (11"x17")
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Designer

A104

18603000
MECHANICAL MEZZANINE PLANS

1/8" = 1'-0"A104

2 MECHANICAL MEZZANINE

KEYNOTE LEGEND - PLANS

Sheet Note # Description

01 BRICK VENEER WALL ASSEMBLY WA-1 WITH
MASONRY VENEER WALL ASSEMBLEY WA-2
WATER TABLE, REFER TO BUILDING
ELEVATIONS

02 MASONRY VENEER WALL ASSEMBLEY WA-2,
REFER TO BUILDING ELEVATIONS

06 HYDRAULIC MACHINE ROOMLESS ELEVATOR

07 METAL STAIR WITH TERRAZZO TREADS AND
RISERS

08 STAINLESS STEEL HANDRAIL, TYP

09 PERFORATED METAL SLIDING DOOR WITH
OVERHEAD TRACK AND HARDWARE

10 SOLID WOOD FLOORING & PLANK STEPS

11 GLASS RAILING WITH STAINLESS STEEL CAP

12 METAL STAIR

13 PAINTED METAL HANDRAIL

14 CONCRETE RAMP BELOW STAIR

15 ARCHITECTURALLY EXPOSED STRUCTURAL
STEEL FRAMING, TYP AT EXPOSED STEEL

16 WATER FOUNTAIN

17 STAINED WOOD CABINETS WITH QUARTZ
COUNTERTOP

18 LOW WALL WITH SOLID SURFACE
COUNTERTOP

20 HOLLOW METAL FRAME WITH GLASS SIDE
LITE

21 METAL STORAGE SHELVING

22 AREA OF NEW FLOOR TO INFILL OLD STAIR
OPENING

23 BRICK VENEER WALL ASSEMBLY WA-1 WITH
PREFINISHED STANDING SEAM METAL PANEL
WALL ASSEMBLY WA-3 ABOVE, REFER TO
BUILDING ELEVATIONS

24 PREFINISHED STANDING SEAM METAL PANEL
WALL ASSEMBLY WA-3, REFER TO BUILDING
ELEVATIONS

25 METAL SUN SHADE AWNING

26 EXISTING ARCHITECTURALLY EXPOSED
STRUCTURAL STEEL FRAMING

27 PLASTIC LAMINATE COUNTERTOP

28 MODIFIED BITUMINOUS SHEET WATER
PROOFING WITH FILTER FABRIC AND
DRAINAGE BOARD TYPICAL BELOW GRADE

29 BENTONITE WATERPROOFING AT ELEVATOR
PIT BELOW GRADE

30 LADDER & SUMP PIT AT ELEVATOR PIT

31 ACOUSTIC CMU WALL SEPARATION

32 POLYURETHANE WATERPROOFING COATING
SYSTEM AT FLOOR WITH INTEGRAL COVE
BASE

33 METAL ROOF HATCH ABOVE WITH
INTEGRATED LADDER AND RAILING

34 METAL LOUVER SYSTEM, REFER TO BUILDING
ELEVATIONS

35 CONCRETE STAIR, REFERENCE CIVIL
DRAWINGS

36 RETAINING WALL, REFERENCE CIVIL
DRAWINGS

37 FIBER OPTIC SERVICE TO REMAIN

38 PERPENDICULAR FOLDER ROOF ACCESS
LADDER TO 3'x3' ROOF HATCH ABOVE

39 GLASS RAILING WITH STAINLESS STEEL CAP
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A200

18603000
BUILDING ELEVATIONS

A200

1 SOUTH EXTERIOR ELEVATION

A200

2 EAST EXTERIOR ELEVATION

KEYNOTE LEGEND - BUILDING ELEVATIONS

Sheet
Note # Description

01 PREFINISHED STANDING SEAM METAL ROOF
SYSTEM RA-2

02 PREFINISHED STANDING SEAM METAL - WALL
ASSEMBLY W-3

03 METAL ROOF FASCIA SYSTEM

04 STOREFRONT GLAZING SYSTEM

05 BRICK VENEER -  WALL ASSEMBLY W-1

06 18" HIGH LETTERS

07 MASONRY VENEER - WALL ASSEMBLY W-2

08 CONCRETE COLUMN BASE

09 METAL SUN SHADE AWNING

10 12" HIGH METAL SIGNAGE, CENTERED ON METAL
PANEL

11 METAL PANEL SYSTEM - WALL ASSEMBLY W-5

12 CAST STONE WINDOW SILL, TYP

13 BOOK DROP SYSTEM

15 MEMBRANE ROOF SYSTEM RA-1

16 NEW WINDOW AND CAST STONE SILL TO MATCH
EXISTING, TYP OF (3)

17 DASHED LINE INDICATES LOCATION OF SNOW
GUARD, REFER TO ROOF PLAN

18 GUTTER SYSTEM

19 CT CABINET - SEE ELECTRICAL. PROVIDE
BACKER ROD AND SEALANT AT GAP.

20 INFILL EXISTING BOOK DROP OPENING WITH
CAST STONE, PARGED, AND COATED TO MATCH
EXISTING WAINSCOT

0 8 164  1/8" = 1'-0" (22"x34")
1/16" = 1'-0" (11"x17")
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BUILDING ELEVATIONS

A201

2 WEST EXTERIOR ELEVATION

A201

1 NORTH EXTERIOR ELEVATION

KEYNOTE LEGEND - BUILDING ELEVATIONS

Sheet
Note # Description

01 PREFINISHED STANDING SEAM METAL ROOF
SYSTEM RA-2

02 PREFINISHED STANDING SEAM METAL - WALL
ASSEMBLY W-3

03 METAL ROOF FASCIA SYSTEM

04 STOREFRONT GLAZING SYSTEM

05 BRICK VENEER -  WALL ASSEMBLY W-1

06 18" HIGH LETTERS

07 MASONRY VENEER - WALL ASSEMBLY W-2

08 CONCRETE COLUMN BASE

09 METAL SUN SHADE AWNING

10 12" HIGH METAL SIGNAGE, CENTERED ON METAL
PANEL

11 METAL PANEL SYSTEM - WALL ASSEMBLY W-5

12 CAST STONE WINDOW SILL, TYP

13 BOOK DROP SYSTEM

15 MEMBRANE ROOF SYSTEM RA-1

16 NEW WINDOW AND CAST STONE SILL TO MATCH
EXISTING, TYP OF (3)

17 DASHED LINE INDICATES LOCATION OF SNOW
GUARD, REFER TO ROOF PLAN

18 GUTTER SYSTEM

19 CT CABINET - SEE ELECTRICAL. PROVIDE
BACKER ROD AND SEALANT AT GAP.

20 INFILL EXISTING BOOK DROP OPENING WITH
CAST STONE, PARGED, AND COATED TO MATCH
EXISTING WAINSCOT
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1/16" = 1'-0" (11"x17")

0 8 164  1/8" = 1'-0" (22"x34")
1/16" = 1'-0" (11"x17")

No DATE REVISIONS BY

Page 34 of 81



S

T

T
D

AC

D

SD

HH

HHHH

G

CO

CO

EV
EV

AM

C

MA

EXISTING LIBRARY NEW ADDITION

2
E050

Y14

YB

YB

YB

YB

YB

YBYB
YB

Y14

Y12

1

1

2

2

2

2

2

2
22

YB 2
YB
2

YB
2

YB
2

YB
2

YB
2

4
5

XX-XX

USB

USB

USB

USB

USB
USB

7

7

7

3

3
3

6

"XX"
40A/2P

2#8, #1 GND IN 1" PVC

YB
2

7

3

3

3

XX-XX
(GFI)

XX-XX
(GFI)

XX-XX
(GFI)

XX-XX
(GFI)

YB
2

YB
2

YB
2

USB

3

XX-XX
(GFI)

XX-XX
(GFI) XX-XX

(GFI)

USB

3

XX-XX
(GFI)

GENERAL NOTES:
A. UNLESS SHOWN OTHERWISE, ALL WIRING SHOWN IS (2)#10 AND #10 GROUND IN 1" PVC.

B. INSTALL PULL CORD IN ALL EMPTY CONDUITS.

C. UNLESS SHOWN OTHERWISE, ALL CONDUITS BURIED 2'-6" BELOW FINISHED GRADE.

D. PROVIDE SITE LIGHTING CONTROL PANEL PER DETAIL               .

E. E.C. IS RESPONSIBLE FOR ALL WORK REQUIRED TO BRING SITE EXCAVATION AND TOPPING BACK TO ORIGINAL CONDITION IF TRENCHING
IS DONE ON COMPACTED SURFACES.

PLAN NOTES:
1. PROVIDE POLE MOUNTED FIXTURE CONCRETE BASE PER DETAIL              .

2. PROVIDE BOLLARD FIXTURE CONCRETE BASE PER DETAIL              .

3. PROVIDE POWER PEDISTAL CONCRETE BASE PER DETAIL              .

4. PROVIDE CONNECTION TO 120V INTERNALLY LITE FLAG POLE BEACON (FBO). PROVIDE ALL NECESSARY FIELD CONNECTIONS FROM
FLAG POLE TO WHIP TO AMETEK BOX.

5. LOCATE IN-GROUND AMETEK BOX IN GRASS AREA TO FEED TO FLAG POLE PER DETAIL             . CONNECT THROUGH (BAS) BUILDING
AUTOMATION SYSTEM. ROUTE 2#10, #10 GND IN 1" PVC BACK TO MECHANICAL ROOM 110 FOR BAS CONTACTOR. LOCATE CONTACTOR
IN NEMA 3R BOX NEAR PANEL "SC" SEE DETAIL             .

6. VEHICLE CHARGING STATION CLIPPER CREEK IN #HCS-40-32A EV (0300-000-023) CHARGING STATION SUPPLIED AND INSTALLED BY E.C.
PER DETAIL             .

7. PROVIDE UNDER ALTERNATE BID 1.
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REFERRED FROM:1" = 20'-0"E050
1 ELECTRICAL SITE PLAN

ELECTRICAL SHEET LIST
Sheet Number Sheet Name

E050 ELECTRICAL SITE PLAN
E100 BASEMENT FLOOR PLAN - DEMO
E101 FIRST FLOOR PLAN - DEMO
E102 BASEMENT PLANS - ELECTRICAL
E103L FIRST FLOOR PLAN - LIGHTING
E103P FIRST FLOOR PLAN - POWER
E104L SECOND FLOOR PLAN - LIGHTING
E104P SECOND FLOOR PLAN - POWER
E105 MECHANICAL MEZZANINE & ROOF PLAN - ELECTRICAL
E200 FIRE ALARM PLANS
E201 FIRE ALARM DETAILS
E300 OVERALL FLOOR PLAN - DOOR ACCESS & CCTV
E400 SYMBOLS & DETAILS
E401 DETAILS
E402 DETAILS
E500 ONE LINE DIAGRAM AND SCHEDULES
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Plan View
Scale - 1" = 20ft

Statistics

Description Symbol Avg Max Min Max/Min Avg/Min

OUTSIDE PROPERTY BOUNDARY 0.0 fc 0.4 fc 0.0 fc N/A N/A
PARKING - NORTH 0.9 fc 2.5 fc 0.3 fc 8.3:1 3.0:1
SITE 0.3 fc 3.0 fc 0.0 fc N/A N/A
WALKWAY - SOUTH 0.7 fc 3.6 fc 0.1 fc 36.0:1 7.0:1
WALKWAY/DRIVE - NORTH 1.2 fc 5.6 fc 0.1 fc 56.0:1 12.0:1

Schedule

Symbol Label Quantity Manufacturer Catalog Number Description Light Loss
Factor Wattage

H2 2 Barron Lighting
Group

WLZ1-3-4K Black formed metal housing 0.9 15.1239

H3
3 Luminaire LED BLD 36IN 15W 40K DP Catalog Number: BLD36-15W 4000K2 Surface wall mounted, extruded and cast aluminum housing, formed

white enamel aluminum reflector, clear lightly frosted plastic enclosure. 108 white LEDs, three Luminaire LED
MP-LED-MOD Rev 3.0C boards with 36 LEDs per board. One ULT Everline  D700CC30UNVTW-C LED driver
labeled as 470mA. 120.0Vac, 60.00Hz, 0.1316A, 14.68W, 0.929PF, 11.6%THD(i)

0.9 14.7

HUD4
8 INDESSA

LIGHTING
501-1LED19-SAL OUTDOOR LED LUMINAIRE 0.9 16.78

Y12
1 Lithonia Lighting DSX1 LED P1 50K T2S MVOLT DSX1 LED P1 50K T2S MVOLT 0.9 54

Y14
2 Lithonia Lighting DSX1 LED P2 50K T4M MVOLT

HS
DSX1 LED P2 50K T4M MVOLT with houseside shield 0.9 70

YB
18 0.9 31

SOUTH ENTRANCE - LOOKING UP
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GENERAL NOTES:
A. ALL EXTERIOR LIGHTING AND BUILDING PERIMETER LIGHTING FIXTURES SHALL BE CIRCUITED WITH

THREE WIRES PLUS GROUND FOR FUTURE CONTROL CAPABILITY. SEE DETAIL               . CONTROLS
ARE LOCATED NEXT TO PANEL (#10 WIRE MINIMUM).

B. ALL LIGHTING FIXTURES IN MECHANICAL ROOMS SHALL BE LAID OUT ON SITE AND DETERMINED BY
THE MECHANICAL EQUIPMENT IN ROOM.

C. ALL EXIT LIGHTS THIS SHEET SHALL BE CIRCUITED TO

D. SHADED FIXTURE (                   ) INDICATES FIXTURE CONNECTED TO EMERGENCY/NIGHT LIGHT
CIRCUIT.

E. IN ROOMS WITH OCCUPANCY SENSOR, GENERAL ILLUMINATION IN ROOM SHALL BE CONTROLLED BY
SENSOR. EMERGENCY LIGHTING SHALL NOT BE CONNECTED TO SENSOR. CONTRACTOR TO
DETERMINE BEST LOCATION FOR SENSOR IN FIELD WITH MANUFACTURER. SEE DETAIL               .

F. SEE ARCHITECTURAL REFLECTED CEILING PLANS FOR EXACT LOCATION OF CEILING MOUNTED
LIGHT FIXTURES.

PLAN NOTES:
1. MOUNT AT ELEVATION 109'-6" TO BOTTOM OF FIXTURE.

2. MOUNT AT ELEVATION 112'-7" TO BOTTOM OF FIXTURE.

3. MOUNT AT ELEVATION 111'-0" TO BOTTOM OF FIXTURE.

4. MOUNT AT ELEVATION 108'-6" TO BOTTOM OF FIXTURE.

5. MOUNT AT ELEVATION 108'-0" TO BOTTOM OF FIXTURE.

6. MOUNT AT ELEVATION 109'-0" TO BOTTOM OF FIXTURE.
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REFERRED FROM:1/8" = 1'-0"E103L
1 FIRST FLOOR PLAN - LIGHTING
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GENERAL NOTES:
A. ALL EXTERIOR LIGHTING AND BUILDING PERIMETER LIGHTING FIXTURES SHALL BE CIRCUITED WITH

THREE WIRES PLUS GROUND FOR FUTURE CONTROL CAPABILITY. SEE DETAIL               . CONTROLS
ARE LOCATED NEXT TO PANEL (#10 WIRE MINIMUM).

B. ALL LIGHTING FIXTURES IN MECHANICAL ROOMS SHALL BE LAID OUT ON SITE AND DETERMINED BY
THE MECHANICAL EQUIPMENT IN ROOM.

C. ALL EXIT LIGHTS THIS SHEET SHALL BE CIRCUITED TO

D. SHADED FIXTURE (                   ) INDICATES FIXTURE CONNECTED TO EMERGENCY/NIGHT LIGHT
CIRCUIT.

E. IN ROOMS WITH OCCUPANCY SENSOR, GENERAL ILLUMINATION IN ROOM SHALL BE CONTROLLED BY
SENSOR. EMERGENCY LIGHTING SHALL NOT BE CONNECTED TO SENSOR. CONTRACTOR TO
DETERMINE BEST LOCATION FOR SENSOR IN FIELD WITH MANUFACTURER. SEE DETAIL               .

F. SEE ARCHITECTURAL REFLECTED CEILING PLANS FOR EXACT LOCATION OF CEILING MOUNTED
LIGHT FIXTURES.

PLAN NOTES:
1. WALL MOUNT TYPE W1 FIXTURE. COORDINATE EXACT LOCATION WITH ON SITE

ARCHITECT PRIOR TO ROUGH. NIGHT AIM FIXTURE AND ADJUST DIMMING TO
ILLUMINATE OVERHANG TO DESIRED LEVEL. PROVIDE ALL NECESSARY MOUNTING
ACCESSORIES TO PROVIDE A COMPLETE WATERTIGHT INSTALLATION.

2. MOUNT TYPE W2 FIXTURE ABOVE CANOPY, NIGHT AIM AT SIGNAGE AND ADJUST
DIMMING TO ILLUMINATE SIGNAGE TO DESIRED LEVEL.

3. MOUNT TYPE W3 FIXTURE ABOVE PEDIMENT, NIGHT AIM AT FACE OF WALL AND
ADJUST DIMMING TO DESIRED LEVEL.
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REFERRED FROM:1/8" = 1'-0"E104L
1 SECOND FLOOR PLAN - LIGHTING

REFERRED FROM:1/16" = 1'-0"E104L
2 SECOND FLOOR PLAN - UP LIGHTING

SCALE:  NTSE104L
3

W1 & W2 - FIXTURE MOUNTING DETAIL

SCALE:  NTSE104L
4

W3 - FIXTURE MOUNTING DETAIL
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TYPE:	 QUANTITY:	 PROJECT:

CATALOG
NUMBER:	

	 FIXTURE	 WATTAGE	 VOLTAGE	 FINISH	 OPTION	 OPTION	 OPTION	 OPTION

MATERIALS
LumiSTIK wall is made of seamless extruded corrosion resistant 356 aluminum 
alloy with a copper (CU) content of less than 0.1%.
LED is contained in a white translucent high impact UV stabilized acrylic sealed 
lens. The assembly is designed to provide a uniform illumination.
 
ELECTRICAL 
DRIVER 	 Standard driver is 0-10V dimming-ready (dims to 10%) with:  

	 120-277 multi-volt compatibility (50-60Hz), operating temperatures  
		  of -30ºC/-22ºF to 60ºC/140ºF, output over voltage protection, 		

	 output over current protection, output short circuit protection 		
	 with auto-recovery.

LED		  Standard 4000K CCT/80 CRI. Optional 3000K & 3500K.

LIFE
50,000hrs L85B50 (based on IESNA TM-21 Test Method and LM-80 data).

FINISH
Five-stage preparation process including preheating of cast aluminum parts for 
air extraction, and an environmentally friendly alloy sealant. Polyester powder 
coating is applied through an electrostatic process and oven cured for long 
term finish.

MOUNTING
Weight: CL315: 7.8 lbs (3.5 kg), CL325: 8.7 lbs (4 kg), CL345: 10.4 lbs (4.7 kg)
The mounting plate is designed to fit on a 2X4” (51x102mm) rectangular 
electrical box using 3.156” (80mm) C/C mounting holes. Optional trimming plate 
for octagonal jbox (option MT4).

CERTIFICATION
Tested to UL1598 and CSA 22.2 #250. ETL listed wet location.
Rated IP66.

LUMINIS.COM

Luminaires may be altered for design improvement or discontinued without prior notice. 

Toll free: 866.586.4647  Fax: 514.683.8872  Email: info@luminis.com
260 Labrosse, Pointe-Claire (QC) Canada  H9R 5L5	

LUMINIS

1

1-	 Optional uplight component 
with sealed optics.

2-	 Ø 3” (76mm) seamless 
extruded aluminum

	 housing for electrical 
components.

3-	 Ø 3” (76mm) white 
translucent high impact 	
UV stabilized acrylic lens.

4-	Cast aluminum mounting box.
5-	 Optional downlight 

component with sealed 
optics.

All stainless steel hardware.

ADA Compliant

CL315/CL325/CL345 SERIES 
LumiSTIK - LED

3” WALL  

M
a

r 
2

0
2

0
  

R
e

v
 0

CL315

CL325

4

3

2

1

5

35” 
(884mm)

12”
(305mm)

4”
(102mm)

24”
(597mm)

Power 

Feed

24”
(610mm)

47” *
(1189mm)

36”
(902mm)

CL315/CL325/CL345

48”
(1219mm)

60”
(1511mm)

71” *
(1798mm)

3” 
(75mm)

LumiStick

Power 

Feed

CL345
Power 

Feed

*OAH increases when UDL option is selected. 

See Note #4 on pg2. 
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Catalog  

Number

Notes

Type

OUTDOOR POLESSS

FEATURES & SPECIFICATIONS
INTENDED USE — These specifications are for USA standards only. Check with factory for Canadian 

specifications. Square Straight Steel is a general purpose light pole for up to 39-foot mounting heights.  
This pole provides a robust yet cost effective option for mounting area lights and floodlights. 

CONSTRUCTION — Pole Shaft: The pole shaft is of uniform dimension and wall thickness and is made  
of a weldable-grade, hot-rolled, commercial-quality steel tubing with a minimum yield of 55 KSI  
(11-gauge, .1196"), or 50 KSI (7-gauge, .1793"). Shaft is one-piece with a full-length longitudinal high-
frequency electric resistance weld. Uniformly square in cross-section with flat sides, small corner radii and 
excellent torsional qualities. Available shaft widths are 4", 5" and 6".

Pole Top: A flush non-metalic black top cap is provided for all poles that will receive drilling patterns for 
side-mount luminaire arm assemblies or when ordered with PT option. 

Handhole: A reinforced handhole with grounding provision is provided at 18" from the base on side 
A. Positioning the handhole lower may not be possible and requires engineering review; consult Tech 
Support-Outdoor for further information. Every handhole includes a cover and cover attachment hardware.  
The handhole has a nominal dimension of 2.5" x 5".

Base Cover: A durable ABS plastic two-piece full base cover, finished to match the pole, is provided with 
each pole assembly. Additional base cover options are available upon request.

Anchor Base/ Bolts: Anchor base is fabricated from steel that meets ASTM A36 standards and can be 
altered to match existing foundations; consult factory for modifications. Anchor bolts are manufactured 
to ASTM F1554 Standards grade 55, (55 KSI minimum yield strength and tensile strength of 75-95 KSI).  
Top threaded portion (nominal 12") is hot-dipped galvanized per ASTM A-153.  

HARDWARE – All structural fasteners are high-strength galvanized carbon steel. All non-structural 
fasteners are galvanized or zinc-plated carbon steel or stainless steel.

FINISH – Extra durable standard powder-coat finishes include Dark Bronze, White, Black, Medium Bronze 
and Natural Aluminum colors. Classic finishes include Sandstone, Charcoal Gray, Tennis Green, Bright Red 
and Steel Blue colors. Architectural Colors and Special Finishes are available by quote and include, but 
are not limited to Hot-dipped Galvanized, Paint over Hot-dipped Galvanized, RAL Colors, Custom Colors 
and Extended Warranty Finishes. Factory-applied primer paint finish is available for customer field-paint 
applications. 

WARRANTY — 1-year limited warranty. Complete warranty terms located at: 
www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx

NOTE: Actual performance may differ as a result of end-user environment and application.  
Specifications subject to change without notice.

Anchor Base Poles

SSS
SQUARE STRAIGHT STEEL

See footnotes next page.

POLES
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DSX1-LED

Rev. 07/30/20

Page 1 of 8
COMMERCIAL OUTDOOR

D-Series Size 1
LED Area Luminaire

Catalog 

Number

Notes

Type

Introduction
The modern styling of the D-Series is striking 
yet unobtrusive - making a bold, progressive 
statement even as it blends seamlessly with its 
environment. The D-Series distills the benefits 
of the latest in LED technology into a high 
performance, high efficacy, long-life luminaire. 

The outstanding photometric performance 
results in sites with excellent uniformity, greater 
pole spacing and lower power density. It is 
ideal for replacing up to 750W metal halide in 
pedestrian and area lighting applications with 
typical energy savings of 65% and expected 
service life of over 100,000 hours.

Hit the Tab key or mouse over the page to see all interactive elements.

L

H

L

H1

WW

H

H2

Ordering Information EXAMPLE:  DSX1 LED P7 40K T3M MVOLT SPA NLTAIR2 PIRHN DDBXD

DSX1 LED

Series LEDs Color temperature Distribution Voltage Mounting

DSX1 LED Forward optics
P1 P4 1 P7 1

P2 P5 1 P8
P3 P6 1 P9 1

Rotated optics
P10 2 P12 2

P11 2 P13 1,2

30K 3000 K
40K 4000 K
50K 5000 K

T1S Type I short 
(Automotive)

T2S Type II short
T2M Type II medium
T3S Type III short
T3M Type III medium
T4M Type IV medium
TFTM Forward throw 

medium

T5VS Type V very short 3

T5S Type V short 3

T5M Type V medium 3

T5W Type V wide 3

BLC Backlight control 4

LCCO Left corner cutoff 4

RCCO Right corner cutoff  4

MVOLT 5

120 6

208 6

240 6

277 6

347 6

480 6

Shipped included
SPA Square pole mounting
RPA Round pole mounting 7

WBA Wall bracket 3

SPUMBA Square pole universal mounting adaptor 8

RPUMBA Round pole universal mounting adaptor 8

Shipped separately
KMA8 DDBXD U Mast arm mounting bracket adaptor 

(specify finish) 9

Specifications
EPA: 1.01 ft2

(0.09 m2)

Length: 33”
(83.8 cm)

Width: 13”
(33.0 cm)

Height H1: 7-1/2”
(19.0 cm)

Height H2: 3-1/2”

Weight  
(max):

27 lbs
(12.2 kg)

Control options Other options Finish (required) 

Shipped installed
NLTAIR2 nLight AIR generation 2 enabled 10

PIRHN Network, high/low motion/ambient sensor 11

PER NEMA twist-lock receptacle only (controls ordered separate) 12

PER5 Five-pin receptacle only (controls ordered separate) 12,13

PER7 Seven-pin receptacle only (controls ordered separate) 12,13

DMG 0-10v dimming wires pulled outside fixture (for use with an 
external control, ordered separately) 14

DS Dual switching 15,16,17

PIR High/low, motion/ambient sensor, 8-15’ mounting height, 
ambient sensor enabled at 5fc 17,18

PIRH High/low, motion/ambient sensor, 15-30’ mounting height, 
ambient sensor enabled at 5fc 17,18

PIR1FC3V High/low, motion/ambient sensor, 8-15’ mounting height, 
ambient sensor enabled at 1fc 17,18

PIRH1FC3V Bi-level, motion/ambient sensor, 15-30’ mounting height, 
ambient sensor enabled at 1fc 17,18

FAO Field adjustable output 17,19

Shipped installed
HS House-side shield 20

SF Single fuse (120, 277, 347V) 6

DF Double fuse (208, 240, 480V) 6

L90 Left rotated optics 2

R90 Right rotated optics 2

HA 50°C ambient operations 1

Shipped separately 
BS Bird spikes 21

EGS External glare shield

DDBXD Dark bronze
DBLXD Black
DNAXD Natural aluminum
DWHXD White
DDBTXD Textured dark bronze
DBLBXD Textured black
DNATXD Textured natural 

aluminum
DWHGXD Textured white

Y12
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Product Data Sheet

Hawthorne Path Light

1 Revised February 25, 2020    |    Landscape Forms Inc.    |    800.521.2546    |    F 269.381.3455    |    7800 E. Michigan Ave., Kalamazoo, MI 49048

General Description
• Aluminum structure with a steel base
• Cast aluminum LED cartridge and structure, stainless steel

base plate
• Surface mounted; base plate mounting template included
• Asymmetrical and symmetrical distribution types available
• Zero up-light, International Dark-Sky approved
• UL Listed, suitable for wet locations

Electrical 
120V-277V 50/60 Hz, Class 2 LED driver mounted within integrated 

cast aluminum base cabinet. LED cartridge with weatherproof quick-
disconnect provides ease of serviceability. Hawthorne ships prewired 
and fully assembled.

The three–foot–tall Hawthorne path light echoes the design of its taller 

companion. Its multiple posts spread as they rise from their base to house 

a LED luminaire with sealed thermoformed lens. Hawthorne is made 

of cast aluminum and comes with a durable stainless steel base plate. 

Hawthorne Type 5

Vertical Plane Through 45 ° Lateral Lateral Cone Through 67.5 ° Vertical

Candela

Zonal Lumen Summary

55-60 67.9 10.1% 115-120 0.0 0.0% 175-180 0.0 0.0%
50-55 55.7 8.3% 110-115 0.0 0.0% 170-175 0.0 0.0%
45-50 44.7 6.6% 105-110 0.0 0.0% 165-170 0.0 0.0%

0.0 0.0%
40-45 36.3 5.4% 100-105 0.0 0.0% 160-165 0.0 0.0%

0.0 0.0% 155-160
30-35 25.3 3.7% 90-95 0.0 0.0% 150-155 0.0 0.0%
25-30 21.1 3.1% 85-90 5.0 0.7% 145-150 0.0 0.0%
20-25 17.2 2.5% 80-85 39.7 5.9% 140-145 0.0 0.0%
15-20 13.2 2.0% 75-80 65.8 9.8% 135-140 0.0 0.0%
10-15 9.1 1.3% 70-75 77.8 11.5% 130-135 0.0 0.0%
5-10 4.2 0.6% 65-70 82.2 12.2% 125-130 0.0 0.0%

% of Luminaire
0-5 0.6 0.1% 60-65 78.1 11.6% 120-125 0.0 0.0%

Zone Lumens % of Luminaire Zone Lumens % of Luminaire Zone Lumens

Test Number 933976 - Page 6 of 8

35-40 30.1 4.5% 95-100

229.0Maximum Intensity (Candlepower):
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Maximum Plane and Cone Plots of Candela 

Max Intensity:
229.0 cd

Vertical Plane
45° Max

Lateral Cone
67.5° Max

Grid Spacing 
Equals 3ft

.5fc

.1fc

2fc

Hawthorne Type 4

Vertical Plane Through 45 ° Lateral Lateral Cone Through 67.5 ° Vertical

Candela

Zonal Lumen Summary

55-60 33.8 9.9% 115-120 0.0 0.0% 175-180 0.0 0.0%
50-55 27.6 8.1% 110-115 0.0 0.0% 170-175 0.0 0.0%
45-50 22.2 6.5% 105-110 0.0 0.0% 165-170 0.0 0.0%

0.0 0.0%
40-45 18.1 5.3% 100-105 0.0 0.0% 160-165 0.0 0.0%

0.0 0.0% 155-160
30-35 12.7 3.7% 90-95 0.0 0.0% 150-155 0.0 0.0%
25-30 10.6 3.1% 85-90 3.1 0.9% 145-150 0.0 0.0%
20-25 8.7 2.5% 80-85 21.3 6.3% 140-145 0.0 0.0%
15-20 6.7 2.0% 75-80 33.7 9.9% 135-140 0.0 0.0%
10-15 4.6 1.4% 70-75 39.4 11.6% 130-135 0.0 0.0%
5-10 2.1 0.6% 65-70 41.3 12.1% 125-130 0.0 0.0%

% of Luminaire
0-5 0.3 0.1% 60-65 39.0 11.5% 120-125 0.0 0.0%

Zone Lumens % of Luminaire Zone Lumens % of Luminaire Zone Lumens

Test Number 933974 - Page 6 of 8

35-40 15.0 4.4% 95-100

224.7Maximum Intensity (Candlepower):
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Hawthorne Type 5
Type 5 Distribution
Lamp: High Power LEDs 
CCT: 3000K, 3500K, 4000K  
Optic: Khatod Collimators 
Lens: Diffused Acrylite® 

Power Supply: 120V-277V 
LED Driver: 20W
BUG Rating: B1-U0-G1 

IP Rating: IP66 for LED  
Cartridge
Weight: 50 lbs

Hawthorne Type 4
Type 4 Distribution
Lamp: High Power LEDs 
CCT: 3000K, 3500K, 4000K  
Optic: Khatod Collimators 
Lens: Diffused Acrylite® 

Power Supply: 120V-277V 
LED Driver: 20W
BUG Rating: B0-U0-G1 

IP Rating: IP66 for LED  
Cartridge
Weight: 50 lbs
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Product Data Sheet

Hawthorne Path Light

2 Revised February 25, 2020    |    Landscape Forms Inc.    |    800.521.2546    |    F 269.381.3455    |    7800 E. Michigan Ave., Kalamazoo, MI 49048

11"

37"

8"

Product Modifications
Don't see what you are looking for? Our goal is to partner with  

you as the designer to manufacture solutions needed for the 

space you are creating. We offer the option to modify our standard 

product to meet certain design specifications or needs.  

Contact your local Landscape Forms representative to learn  

more about these offerings. 

Warranty 
LED lighting products are warranted for six years. 

Other 
UL Listed, CE, RoHS Compliant, Dark-Sky Approved, 

US Patent Pending

Hawthorne is designed by Robert A.M. Stern Architects

Finish
Pangard II®, offered exclusively by Landscape Forms, is a 19 step program of cleaning, priming, and powdercoating that resists rusting, 

chipping, peeling and fading to produce the finest metal finish available for site furniture and outdoor lighting. In addition, Pangard II® 

contains no heavy metals and is free of Hazardous Air Pollutants.

Visit our landscapeforms.com for more information. Specifications 

are subject to change without notice. Landscape Forms supports the 

Landscape Architecture Foundation at the Second Century level.

©2019 Landscape Forms, Inc. Printed in U.S.A.

Product Lamp Drive Current Color Temp. Input Voltage Mounting

HW
Hawthorne

006L4
( 6 LED, Type 4 )

012L5
( 12 LED, Type 5 )

035F

40K  ( 4000K )

35K  ( 3500K )

30K  ( 3000K )

UV1
( 120-277VAC )

SM
( Surface Mount )

To Order 
Specify: Product, Lamp, Drive Current, Color Temperature, Input Voltage, Mounting Option, and Powdercoat Color. 

EXAMPLE: HW – 006L4 – 035F – 35K – UV1 – SM – Powdercoat Color
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WLZ SERIES

Model: Date:

Accessories:

Job Name: Type:

Zero Uplight LED Wallpack

A

B

C D

E

Model A B C D E
WLZ1 6.7" 5.0" 5.6" 3.2" 1.4"
WLZ2 8.0" 5.7" 6.0" 3.2" 1.4"
WLZ4 10.2" 6.8" 7.8" 5.0" 1.9"
WLZ7 11.6" 8.3" 9.4" 5.0" 1.9"

WLZ10 11.6" 10.3" 11.5" 5.0" 1.9"

1 of 3

DESCRIPTION
The WLZ Series features an architecturally relevant low-profile LED design in 
lumen packages ranging from 1500 lumens to over 12,000 lumens. Its high-
efficiency light engine is designed for optimal light control and distribution 
with zero uplight. This family of product is offered in several size housings to 
complement any building exterior and accommodates mounting heights up to 
35’. Integral emergency battery backup available for path of egress with Cold 
Location operation down to -20°C.

SPECIFICATIONS
Construction
•	Sleek die-cast aluminum housing with stainless steel hardware and powder 

coated black, bronze, silver or white finish 
•	UV-stabilized polycarbonate optical lens
•	Integral heat sink for maximized heat dissipation
•	Back box houses drivers away from LEDs and includes three ¾” hubs 

(WLZ1 and WLZ2 - two ¾" hubs)
Optics/LEDs
•	Zero uplight design to minimize light pollution
•	15 to 100 Watt models replace up to 400 Watt HID for up to 70% energy 

savings
•	Efficacies up to 123 LPW at 5000K to maximize utility rebates
•	Type III and Type IV distributions for optimal light distribution  

(WLZ1 - Type III only)
•	Available in 3000K, 3500K, 4000K and 5000K CCT
•	L70 of 50,000 hours at 40°C
•	CRI of ≥70 
Electrical
•	Class 2 power supply, 120-277VAC, 50/60Hz
•	347/480VAC Dedicated driver option for WLZ4, WLZ7 and WLZ10
•	0-10V Dimming driver (120-277VAC only)
•	Power supply rated Class A EMI rating 
Installation
•	Housing hinges to back box and is secured with set screws 
•	Back box is complete with three ¾” hubs and internal bubble level for  

easy installation (WLZ1 and WLZ2 - two ¾” hubs)
•	Mounts to a standard 3-1/2” or 4” square electrical J-box 
•	Suitable for downlight installation only
Options
•	Battery Backup

•	Integral battery backup (BB) provides over 700 lumens and 90 minutes of 
runtime for path of egress. Rated for ambient temperatures of 0°C to 40°C 
(32°F to 104°F). Not available on WLZ1

•	Integral Battery Backup with Internal Heater (BB-IH) provides over 700 
lumens and 90 minutes of runtime for path of egress in Cold Locations 
down to -20°C. Not available on WLZ1 or WLZ2.

•	Factory installed dual driver options for WLZ4 and WLZ10  
(WLZ7 is standard with two drivers)

•	Factory installed 120/277VAC button type photocontrol option (PC)
•	Factory installed 10kVA surge protection options (SP or SPH) 
Accessories (Field Installed)
•	120/277VAC Button type universal photocontrol options accessory (PCU)
•	Dimming occupancy sensor programmable, Wattstopper FSP221 available in 

multiple finishes (TL-SCES-L2)
•	Remote control for occupancy sensor. Optional (TL-FSIR100) 
Testing & Compliance
•	cULus Listed for Wet Locations
•	DesignLights Consortium® (DLC) Qualified (verify QPL for  

specific models)
•	International Dark Sky friendly approved product. (IDA) 3000K only
•	Operating temperatures: -40°C to 40°C (-40°F to 104°F)
Warranty
•	Five year warranty (terms and conditions apply)

Specs At A Glance*

Model WLZ1 WLZ2 WLZ4 WLZ7 WLZ10

Wattage (nominal) 15W 25W 40W 70W 100W

Lumens (lm) 1745 3198 5021 8729 12,393

Efficacy (LPW) 115 118 123 120 116

Equivalency (HID) 50W 100W 150W 250W 400W

Distribution Type III, IV (WLZ1 Type III only) 

CCT 3000K, 3500K, 4000K, 5000K

CRI ≥70

Input Voltage 120-277VAC, 50/60Hz, 347/480V option

Operating Temp -40°C to 40°C (-40°F to 104°F)

Certifications UL Listed for Wet Locations, DLC, IDA

Warranty 5 Years

Weight 2.6 lbs 3.3 lbs 6.0 lbs 9.9 lbs 12.1 lbs

*	Nominal Wattage, tested at 5000K CCT, Type III distribution. Values at 120/277VAC.  
	 See performance table for more detailed lumen information.

Note: Environment and application will affect actual performance. Typical values and 
25°C (77°F) used for testing. Specifications subject to change without notice.
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BLADE   H3
Vandal Resistant

 BLD LED

Job Name

Fixture TypeWALL MOUNT 
LED

Catalog Number

Approved By

Date

5 Sutton Place
P.O. Box 2162  
Edison, NJ  08818

P. 732.549.0056
F. 732.549.9737www.luminaireled.net

 Rev: 10/18+

Luminaire LED Incorporated products are manufactured 
in the USA with components purchased from USA 
suppliers, and meet the Buy American requirements 

under the ARRA. Content of specification sheets is subject to 
change; please consult our website for current product information. 

Description	 The Blade combines a sleek, patented design shaped with high performance, full cut off 
		  optics to achieve unobtrusive illumination of a space or path of egress. When mounted over 
		  a doorway, the fixture is perceived as an element of the building structure, and, additionally, 
		  provides water protection in the form of a drip cap over the entranceway. Multiple lengths are
		  available to match a given door opening and our quick-mount system facilitates installation 
		  and maintenance. 

Housing	 	 Marine grade heat treated extruded aluminum. 
		  Chemically primed and finished with robotically applied polyester powder coat.

Wall Mount	 Marine grade heat treated extruded aluminum. Chemically primed and finished with 
		  robotically applied polyester powder coat. Designed to provide quick mounting to housing 
		  and secured with (2) captive stainless steel TORX® head screws.

Lens Frame	 Marine grade heat treated extruded aluminum, clear anodized. Secured to fixture via integral
		  concealed hinge and (4) captive stainless steel TORX® head screws.

Lens		  UV stabilized diffused extruded polycarbonate.

End Plate	 Die-cast marine grade aluminum. Chemically primed and finished with 
		  robotically applied polyester powder coat.

Drivers		  Constant current drivers at 350mA. High output version utilizes 700mA.
	
LED		  Samsung LM561B+ Series @ 2700K, 3000K, 3500K, 4000K, or 5000K and 82 CRI wired in 
		  parallel-series.  L70 projected life of 130,000 hours at 50ºC. Tested in accordance with LM-80. 
		  Ten year warranty on LED boards against operational defects.

Gaskets		  Closed cell self-adhesive neoprene to provide watertight seal between fixture and 
wall and 
		  between fixture and lens frame.

UL Listing	 U.L., C.UL., Wet standard.

Lifetime		  Luminaire LED Incorporated will repair or replace any fixture damaged due to

SPECIFICATIONS

A B C

BLD 12 20.0” 5.6” 2.4”

BLD 24 30.8” 5.6” 2.4”

BLD 36 41.6” 5.6” 2.4”

BLD 48 52.4” 5.6” 2.4”

BLD 72 74.0” 5.6” 2.4”

DIMENSIONAL DATA

A B

C

H3

 BLD 12 - 10W - 4000K - 120 - 277 - CC - DP -   - PC-
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(This statement refers to the Baraboo Arts Building on Water St. (formerly Industrial Coils.)
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BACKGOUND INFORMATION ON STRATFORD PLACE (5 PAGES)
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